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22.1 TECHNICAL aEscmmm
22. 1. 1 General Description
The pm;ector fans keep the projector electronics cool
during operation. A passive filter to prevent electrical
noise from entering the video and control circuitry is
~ mounted to the upper corner of each fan.
22.2 SERVICING AND ALIGNMENT
22.2.1 Disassembly and Access
© 22.2.1.1 Front Slide-out Rack Fan

Module Location:
-« front slide-out rack

Tools & Equipmant Required:
. 1 /4" hex head socket driver

a) Remove the pmiector Jower front and side panels as
described in Section 5.2.

b) Carefully slide the front slide-out rack out about 4"

c) Locate the fan and filter printed circuit board.

Disccnnect connector P1 from the circuit board.

o d) Remove the two screws securmg the fan m the fmm
: si:de-aut rack. ,

) Remove the Fan and Fan Fmer Assemb!y from the
- front rack

FIGURE 22-1. Front Slide-out Rack Fan Removal
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© 22.2.1.1 Rear Panel Card Rack Fan

Module Location:
+ rear panel card rack

Tools & Equipment Required:
« 1/4" hex head socket driver

a) Remove the left siﬂe panel next to the Remoteydack
Assembly as described in Section 5.2.

b) Locate the fan and filter printed circuit board.
Disconnect mnnector P1 from the circuit board.

¢) Remove the two screfws s&cunng the tan to the rear

frame as shown.

d) Remove the Fan and Fan Fiter Assembly from the
rear frame.

FIGURE 22-2. Rear Panel Card Rack Fan Removal

22.2.2 Alignment and Adjustments

The Fan Filter does not require alignment.

Fan Fliter Assembiy :
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" FIGURE 22-3. Fan Filter Component Layout

21.4 PARTS LIST |

' ftem Ref.  Part No.
Capacitors

Gt |  44.447103-06P

Resistors

A2 B0115005-11P

Fan Ftﬁer Assembly
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"FIGURE 224, Fan Filter Schematic
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