ECP* GRAPHICS PERFORMANCE DATA and SPECIFICATIONS

Resolution
* F1.0 lens capable of resolving 1024 x 1280

pixels
* Elecironics are capable of synchronizi
over 1000 TV lines vertical "

Brightness

Mudmum

* 500 lumens peak light output

. mmmmnsonu' diagonal 10 gain
acresn total light cutput

Focused Data

+ 380 Jumens peak light ouiput

+ 290 foot lamberts on a € diagonal 10 gain
screen total light output

Display

* Si lelansdlchrucdesum
m?gmmwmlyinddat projaciorn, not at
* VARI-FOCUS — 'IhOECPGIEphIcSISI'Ida
allow si nkadm dm
u
m.w&mwm"”o"&m iocusbr
roen Sizes from 6’ 1o 12 diagonai (5’ to
14'mlngeloclronbcazmg)
= Elactronic pincushion clrcults separately
cormect top, bottom and sides for fiat,
« Koystons chroulty - conae iciaren for
circuitry res
angles up o 1 15 degrees vertically from
scresn axis

Video Circuits

Input
¢ Input level 0.5 to 2.0 volts p-p, sync
nagative or positive 75chms + 1%
terminated
. mmmisammaﬁcaﬂymmsdin
rpolaﬂly

F
ﬁ bandwldth + 3dB
* Linear non-differential video amplifier
accommaodaies & nano second pixels and
digital clock rates over 180MHz
D.c.ﬂulonﬂnn

* Kaved clamp
Gain
* Minimum videc gain 40dB or 100X
* Maximum video output 120 volts p-p drive
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) ii"%:m““"aq""m“”"’"im 0% underscan’

. Range: auvtomatically iocks from
Ao Toors i
* Retrace Time: less than 300 microseconds

< Gie" automatcaty regulated ove frequency
. automatically regu over
run%:nd adjustable 109% underscan

m ncy Range: automatically locks from
z to BOKHZ
* Retrace Time:
leas than 5.0 micreseconds 15-34KHz
less than 25 microsecomnds 34-80KHZ

High Voltage

* 340 Kv regulaiad io better than + 15

Power Requirements

« B0 VAC to 132 VAC can be external
reconnected for 180 VAC to 264

* Line uency 50 to 60Hz nominal
* Power watts maximum
Operating and Service Controls
Infrared Romots Control
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¢ Corftrast . gl:wcmhion
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. &gr. * Size

* Tint * Focus

» Detail - Kﬁmlﬁ

* Volume * Move

+« Mute * Vert. Blank

* Standby * Horiz. Hold

* Reset « Vert. Hold

* Recall .

* Help . ¥

+ Source # s Exit
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cations
. %umn display prompling assists set-up
alphanumeric instructions
and graphic focus aids
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Environment

Inputs

Unit comes with 1 Input module alowing 2
RGB sources to be connected and Quad Standard
Decoder module.

Optional Source Selection

The Electrohome IR Ramote Video/Data
Switcher allows use of 6 additional input
modules for master control of projector.
Maximum Operating Range

» Tamperature: Q to 35 degrees C

¢ Humidity: 0 1o 90% non-condensing
* Altitude: 0 to 3000m (D-10,000 ft.)
Stomge

. Tempemure -30 to €5 degroes C

e Eo

* The ECP* Graphics can be cailing
mounted on ts optional yoke or on a
castered cart or desk stand for portable
applications.

Woeight
1h./50 kg,
* Shipplng Weight 120 1b./54.4 kg.

Accessories Included

+ 25’ gignal cable, 10 pin kaged

. FlGB and Sync splitter for BNC connections
mountin

L] IR ote Cont

Reguiatory Apprwals

« Modsl $)O-BOTEE0-XX

* Moets FCC Class A, DHHS and HWC
requirements

* CSA certified

Ona year parts and labour WARRANTY

atuds and knobs

Due 10 constant ressarch, ane 5
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ECP Is u regsiarad ircemark of Elactrohome Limited.
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ELECTROHOME

PROJECTION PRODUCTS

E:wlm Limited
Wellington Street North
KI'I'CHENEH Cntario
4J8 Canada
'lhlaphona (519) 7447111
Telex: 080-55449

Fax: (519) 749-313
US cusiomers call tollfree 1-800-265-2171

Elsctrohome (U.S.A.) inc.
1155 8. Millin Ave,, Sulte F
ONTARIO, California 91761
Telephone: (714) U83-5680

Elsctirohoma Limited

7 Chvic Way

ELLESMERE PORT

South Wirral

Cheshire L85 CAX, England

Telephone: [051) 356-1365
Tolex: 827325
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