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PART NAMES AND FUNCTIONS

Front Terminal Panel

1 2
POWER AC INPUT
[]
{ o]
0 ol

R G B H/V v ACIAT
000 000
REMOTE 1 OPTION  _ S-VIDEO VIDEO

===

6 7 8 90 10

1/POWER Switch (Main power)
Press to turn the main power on. The STANDBY indica-
tor will light.
In this condition you can start up the projector by pressing
the POWER ON button on the remote control or the
POWER button on the rear panel.
Press again to turn the main power off.

NOTE: When turning off the main power, first return the
projector to the standby condition by pressing the
POWER OFF button on the remote control or the POWER
button on the rear panel and then turn off the main
POWER switch. These procedures are to protect your
projector and the connected equipment.

31AC INPUT

Connect the supplied power cord here.

[3"REMOTE 2 Jack
The supplied full function remote control is connected
here. The wireless control does not work when the remote
cable plug is inserted here.

{4 R,G,B, H/V and V Input Terminals
Connect R, G, B, H (Horizontal sync) and V (Vertical
sync) outputs of the external equipment (such as the
Switcher). If using a component with a combined sync
(SYNC) output, connect it to the H/V terminal.

[5' Remote Sensor
Receives the infrared signal from the supplied remote
control when used in the wireless mode.

|6 REMOTE 1 Terminal
This terminal allows external control of the projector
either from the Switcher or from an external control.
‘When using the Switcher, connect 10 the REMOTE 1
terminal on the back of the Switcher.
NOTE: The 1SS-6010/1SS-6010G Switcher is compatible
with this projector. ‘

|7 OPTION 1 Input Terminal

For future system expansion.

{8-S=VIDEO Input Terminal
Connect to the S-video output of the external equipment
such as VCR with an S-video output. This terminal allows
switching between S2 and S1 VIDEO input modes.

|9 H/V, V Impedance Switch(HIGH/75 Q)
Selects the impedance of the H/V and the V terminals. In
normal operation, set at the 750" position.

Slide the switch to the “HIGH” position when inputting a
TTL signal.

110 VIDEO Input Terminal
Connect to the video output of the external equipment
such as a VCR or laser disk player.

111 ACAT Terminal

This is a video output connector for the optional built-in
CCD camera, which is needed to execute the automatic
convergence with the optional ACAT software.
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PART NAMES AND FUNCTIONS

Rear Control Panel
Mol 3 o hs 18 a7

- P

19 20 2t 22 2 4l

O 0O 0 00

POWER CONTROL OPERATE  ENTER END DOWH

up

I l O REMOTE sv:gav POWER l
NORMAL = - -

/LOAD

Turns the projector on or off when the projector is in the
standby condition (Main Power switch must be on and the
Standby indicator lit).

Used with other buttons, similar to a shift key on a
computer. This is referred to as the CTL button in this
manual and has the same function as the CTL button on
the remote.

|14 OPERATE Button

Press to display the OPERATE menu. You can select the
following'adjustment functions from this menu.
I/PICTURE  4/INPUT SELECT
2/ POSITION 5/ SOURCE INFO
3/ SOUND 6/ STATIC

NOTE: “3/SOUND" is
: menu i

(15l ENTER Button

Executes menu selection and switches input,

[16) END Button

Exits the adjustment mode.

[177DOWN Button

Used to decrease values or move the cursor downward.
When used with the CONTROL button, the DOWN
button works as the CURSOR K button on the remote
control unit.
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notincluded in stand alone operate

118 UP Button
Used to increase values or move the cursor upward. When
used with the CONTROL button, the UP button works as
the CURSOR S button on the remote control unit.

[19 NORMAL/LOAD Button
Returns the adjustment data to the standard level (factory
preset level). While holding down the CONTROL button,
press the NORMAL button to display the “LOAD/
CANCEL” menu to select either LOAD (last stored level)
or CANCEL (data cancelled).

20 Two Digit Display

Displays projector error codes. (“00” in normal operation)

21 REMOTE Indicator

Flashes to acknowledge when the projector receives a
signal from the remote control.

22l STANDBY Indicator
Lights up when the projector’s main POWER switch is
on. Flashes when the projector might not be connected

with the Switcher correctly or when the Switcher is turned
off.

23 POWER Indicator

Lights up when the projector is turned on.

24 Remote Sensor
Receives the signal from the supplied remote control
when used in the wireless condition.




PART NAMES AND FUNCTIONS

Remote control unit

rﬁ ~) f—‘L h

FOWER
ON__OFF :
‘ [ o — UL
OPERATE|| 1ABC  2DEF  3GHI O~ OFF (| 1ABC 2DEF  SGHI

:
MU || 4JKL  SMNO 6 POR TEST 4JKL 5MNO 6POR
= £ _ ‘
HaurE i—’—s—ml ['-’ﬂl‘l rﬂ"—ll o || RObST (| 1STU BVWK oYL 21
" J 1 1 me ! ‘
?’sﬁ’ &[ | B~ PLFING SN 0%,
TSTATIC 0 gy ] 20
=1 /—:A]\ ‘ a PICWUTE SWMWE || HELP INFO_ WPUTLST 22
R < > - 3
(I ) ] 28 DISPLAY FOCUS POSITION  KELVIN
r-]_ ‘ - STATIC POWT || B G B 26
NORMAL ENTER END 112 = ‘
. I TIT | PRASE | CURSOR
32 20 L_-'l
9 ) - BOW
| =
/ AMPLIT
- 28
LINEAR
17 IK_.__:I
KEYSTN ‘
-] 30
‘S — PINCUS || NORMAL [CIL] ENTER END
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26}
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RC-6020

. J

Full Function Remote Contral
RC-6051

NOTE: The full féun_aictmn remote control is designed for setup:
adjustment. Use the user remote control for normal
operation.. . .
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PART NAMES AND FUNCTIONS

POWER Buttons (ON/OFF)
Press the ON buttoen to turn the projector on when the
projector is in the standby condition (STANDBY indica-
tor lit). Press the OFF button to return the projector to the
standby condition.

TEST Button
Press to display the “TEST PATTERN” menu from which
you can select a test pattern.

ADJUST Button
Press to display the “ADJUST” menu.

OPERATE Button
Press to display the “OPERATE” menu.

Backlight Switch
Turns the backlight on and off.
If another button operation is not made within 30 seconds
during the Backlight ON, the Backlight is normally turned
off to conserve the batteries.

§ PIC FUNC Button

Press to dlsplay the picture adjustmem screen.

NDTE Some function items wﬂl not be avamlabEe
dgp_e,ndmg on the type of yldgg) signal.

[ SOUND FUNC Button

Press to display the VOLUME adjustment screen. You
can adjust the volume of the ISS-6010/ISS-6010G
Switcher.

B PICTURE (PIC) MUTE Button
Press to mute the picture. Press again to display the
picture.

B SOUND MUTE Button

Press to mute the sound. Press again to return the sound.

NOTE: Thns works oniy with the 1SS-601 D/}SS-601 0G
Swrtcher

DISPLAY Button

Press to turp on or off the on-screen display. Pressing with
CTL eliminates the on-screen display; pressing with CTL
again restores it.

3-2-4
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FOCUS Button
Press to enter the FOCUS mode.

STATIC Button
Press to enter the STATIC mode. You can adjust the static
convergence. ~

POINT Button
(When the point convergence board installed)
Press to enter the POINT mode. You can adjust the point
convergence.

TILT Button
Press to enter the TILT, SKEW mode. You can adjust the
tilt and the skew of the projected image.

BOW Button
Press to enter the BOW mode. You can adjust the hori-
" zontal and the vertical bow of the projected image.

AMPLIT Button
Press to enter the AMPLITUDE mode. You can adjust the
horizontal width and the vertical height of the projected
image.

LINEAR Button
Press to enter the LINEARITY mode. You can adjust the
horizontal and the vertical linearity of the projected
image. Pressing with CTL will bring you to the LINEAR-
ITY-BALANCE adjustment screen.

KEYSTN Button
Press to enter the KEYSTONE mode. You can adjust the
horizontal and the vertical keystone of the projected
image. Pressing with CTL button will bring you to the
KEY-BALANCE alignment screen.



PART NAMES AND FUNCTIONS

PINCUS Button |
Press to enter the PINCUSHION mode. You can adjust
the horizontal and the vertical pincushion of the projected
image. Pressing with the CTL button will bring you to the
PIN-BALANCE alignment screen.

PHASE Button
Press to enter the PHASE mode. You can adjust the tilt
and cursor phase.

INPUT Button

Selects menus and switches input signals.

HELP Button
Press to display the explanation of the current selected
function and available functions.

INPUT LIST Button
Press to display the memory list of the recorded input
signals.

INFO Button
Press to display the various parameters and settings of the
currently displayed image. Pressing with the CTL button
displays some of items available in SETTING MODE.

KELVIN Button
Press to enter the WHITE BALANCE mode. You can
adjust the white and the black level.

POSITION Button
Press to enter the position mode. You can adjust the
horizontal, vertical position and horizontal, vertical
blanking.

R, G, and B Buttons
Turn each CRT beam on and off separately. When using
with the CTL button, you can select the CRT to be
adjusted during convergence and center focus adjust-
ments. Note that the G button is only on the full function
remote control.

CURSOR Buttons

Used for increasing and decreasing control levels, cursor
movement and convergence adjustments.

NORMAL Button
Returns the standard level for each signal. When pressed
once, the confirmation message will be displayed. When
“YES"” is selected and ENTER is pressed, the data will be
returned to the standard level. While holding down the
CTL button, press the NORMAL button to display the
“LOAD/CANCEL” menu to select either LOAD (last
stored level) or CANCEL (data cancelled).

STORE Button
Memorizes the adjustments setting of each signal sepa-
rately.
When pressed once, the confirmation message “STORE?”
will be displayed. When selecting “YES™ and ENTER, the
data will be stored in memory.

END Button
Ends the adjustment mode.

ENTER Button

Executes menu selection and switches to selected input.

CTL Button
Used in conjunction with other buttons, similar to a shift
key on a computer.

Remote Control Jack

Insert the plug of the supplied remote cable here when the
full function remote control is used in the wired condition.
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PART NAMES AND FUNCTIONS

Battery installation and replacement

User remote control (RC-6020) Full function remote control (RC-6051)
1 Press down on the battery compartment cover and slide 1 Press down on the battery compartment cover and slide
the cover in the direction of the arrow. the cover in the direction of the arrow.

_

i’

2 Install the two new batteries, making sure that their 2 Install the two new batteries, making sure that their
polarity matches the @ © diagrams inside the battery polarity matches the ® © diagrams inside the battery
compartment. Incorrect polarity could damage the unit. compartment. Incorrect polarity could damage the unit.

=

3 Close the battery compartment cover.

s

NOTE: The remote control is powered by two alkaline 1.5V -
AA batteries. v

Remote control.cautions

Use the remote control within a distance of about 7m (23 ft.) and at 30 degrees angle left and right.

Handling remote control and bhatteries

* Do not drop or mishandle the remote.

» Do not get the remote wet. If the remote gets wet, wipe it dry immediately.
» Avoid heat and humidity.

» When not using the remote for a long period, remove the batterzes.

« Do not use new and old batteries together, or use different types together.

* Do not take apart the batteries, heat them, or throw them into a fire.

* Avoid using the full function remote control as wireless with the backlight switch ON for an extended period of time. This can
cause short battery life,

3-2-6



s e t - Up (for service personnel)

Set-Up

The Signal Entry chapter explains how to register a new
input signal and how to set various parameters of the
currently selected signal.

The Adjustment chapter gives you the procedures for
various adjustment such as focus, alignment, conver-
gence. This chapter also explains the passcode. It is &
convenient way to prevent any tampéring of projector
set-up information by unauthorized individuais.

The Setting chapter gives you details on settirtg for
various use.

CONTENTS
Before Set-Up ..o 3-3-2
Signal Entry ............. reeeeeeeee e anaeannene s 3-4-1
AdJUSIMENT ..oeiiiir 3-5-1
PassCode ......cooocvvieeeciiirecriccee e s 3-6-1
Setting ....ccccecviieeinnn P 3-7-1



BEFORE SET-UP

Displaying the Menu and Adjustment Screens

Access of all set-up functions is done through the menu system.
Depending upon button selection, your desired screen will be displayed as shown below:

ADJUST menu

NOTE: The examples here show the screen display when the projector is used with the NEC 1SS-6010/1SS-6010G modular switcher.

ADJUST menu

SIGNAL ENTRY screen

FOCUS menu

- FOCUS -

~ ADJUST -

1/ SIGNAL ENTRY

2 /FOCUS

3/ ALIGNMENT

4 / CONVERGENCE
ADJUST
——

5§/ WHITE BAL

6/R,G.B GAIN

7 /HOUR METER

8/ PASSCODE

9/OPTION

1/ CENTER
2/ EDGE (ALL)

FOCUS

ALIGNMENT menu

~ ALIGNMENT -
1/TILT, SKEW
2/BOW

3 /AMPLITUDE
4 / LINEARITY
5/ KEY-STONE

6 / PIN-CUSHION
7/LINEAR-BAL
8 / KEY-BALANCE
9/ PIN-BALANCE
0/ PHASE

——

CONVERGENCE menu

~ CONVERGENCE -
1/TILT, SKEW
2/BOW

~| 3/AMPLITUDE

L
—

+« The R, G, B Gain item is not
included in the stand alone
adjust menu.

4 /LINEARITY
5/ KEY-STONE
6 / PIN-CUSHION
7 / LINEAR-BAL

{ 8 / POINT)

Adjustment screen

| Adjustment screen

HOUR METER
screen

Adjustment screen

cIL 8
w— Y

=

LY
gi—
BOW

—

AMPLIT

LINEAR

Adjustment screen

S—
KEYSTN

PINCUS

CTL

CTL

CTL

ClL RSB
U ] —

l,_______‘

Adjustment screen

KELVIN
1

Ly

‘ BOW

——
AMPLIT
LINEAR
KEYSTN
PINCUS

CTL

POINT

PASSCODE menu

NEW PASSCODE?

input screen

OPTION menu

- OPTION -

1/ SETTING MODE
2 / MENU MODE

3 /SEQUENCER

4 /PJ ADDRESS

5 / VERSION

PASSCODE

DISABLE? menu

Su}: menu

Seiting screen

» The ADTUST, FOCUS, POINT and KELVIN buttons are on the Full Function remote control only.
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BEFORE SET-UP

| Storing Projector Settings (Automatic Save Feature)

You have two options to store projector settings in the memory:
automatically and manually.
BWhen the Automatic Save Feature mode is set to “ENABLE”,
projector settings will be stored in the projector’s memory
automatically.
Storing settings are done when any one of the following proce-
dures is performed:
+ The END button is pressed several times to return the adjust-
ment screen to the source screen.
* One input is switched to another.
» The projector is turned off.

BMWhen the Automatic Save Feature mode is set to “DISABLE”,
projector settings can be stored in the projector’s memory

manually.

If the current status is not stored due to pressing another button,

the “STORE ?” message is displayed. Use the CURSOR Kor § STORE?
button to select either “YES” or “NQO” and press the ENTER NO
button.

« If the adjustments have not been changed, the “STORE ?”
message is not displayed.

» To exit the mode without storing the current status, select
“NO’S.

NOTE: The Automatic Save Feature mode has been set to
DISABLE by factory. To set to ENABLE, refer to the “Automatic
Save Feature” section on page 83.
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BEFORE SET-UP

On ADJUST MODE

The ADJUST mode contains various adjustment items for set-up.
Open the ADJUST menu and select the item you wish to adjust. To
display the ADJUST menu, proceed as follows:

(@ Press the ADJUST button.
« The projector may ask for your passcode.

(2) Enter your registered passcode.

PASSCODE?

When a passcode has not been registered:
ok ok ok

« Since no passcode is programmed at the factory, pressing the
ADJUST button will open the ADJUST menu.

» See “Entering Passcode”, “Registering Passcode”, “Changing
Your Passcode” and “Canceling Your Passcode” on pages 52
through 58.

When your passcode has already been registered:

« When finishing the ADJUST mode, the “RETURN USER
MODE?” menu will be displayed. If you select “YES” and
press ENTER to end the ADJUST mode, you will have to
enter your passcode to re-enter the ADJUST mode.

+ When finishing the ADJUST mode by either selecting “NO”
or pressing END, you do not need to enter your passcode to
re-enter the ADJUST mode. To exit the ADJUST mode
temporarily during adjusting, select “NO”,

3-3-4



BEFORE SET-UP

Test Pattern ‘

This projector will generate a selection of test signals.

Seven kinds of internal test patterns can be selected from the TEST
PATTERN menu.

To display the TEST PATTERN menu, proceed as follows:

(@ Press the TEST button on the Full function remote control.
* The “TEST PATTERN” menu will be displayed.
» When the END button is pressed, the “TEST PATTERN” menu
will disappear.

@ Use the CURSOR Al or M button to highlight the test pattern you
wish to use and press ENTER. - TEST PATTERN -

» The selected test pattern will be displayed. CROSS _HAIH

CROSS-COARSE
CROSS-FINE

(3@ To return to the source screen, press the TEST and then the END DOT-COARSE
button, DOT-FINE
» When the TEST button is pressed, the “TEST PATTERN” FOCUS

WINDOW-WHITE

menu will be displayed and when the END button is pressed,
the screen will be changed to the source screen.

» The projector will return to the original source screen by
pressing the END button only when no menu or no adjustment
screen is displayed.

NOTE: If !{hém is no test pattem, the be’am.s have been turned
off by the R, G, and B buttons on the femaote control.

Adjustment test pattern

CROSS-HAIR CROSS-COARSE CROSS-FINE DOT-COARSE

DOT-FINE FOCUS WINDOW-WHITE

.....................

---------------------
....................
....................

....................
---------------------
P I I R
--------------------
....................

--------------------

ITTTXTTIIIITIITIL
ITETTIIXILLTILLX
IEZITTFTIIEIIEET
TITTXTITELTILIIXET
IETITETTIIIIIET
TTXTTITIITIEIIEE
ITTIETTTITETIIIT
IETTITTIXTETITIILETE
TIITTITITTITITXITLE
TITETITITEIIITT

TTTEXTTETTIITI L
XITTITIITITIITIE
IXTTTITTITITITIITEE

ITTFTTTXATTIILTT
ETETLTIETFXIIIITIE
ITITXEXTEEIICE
TTTITXTTTTITIIIIEL
IXTTIITTTLEEITTT
ITTETCTITXTTIITIIXT
IXIXTETIEEIEIIIL
ETEITIXITITELIITTT
IETTTIXTITIXIITICL
ETETXXLTLILTIXIIEL
EEXTTITITTIIXIIIET
ITETITTTTIIIILTE
EETTETTITELTIITE

--------------------
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SIGNAL ENTRY

On Signal Entry

The projector uses a mu:ro-processor to automatnca]ly read and distinguish between all v1deo sxgnals input ar the same time. These
signals are then used to make optimum adjustments for focus, convergence, alignment, etc. Various parameters must be registered
into the micro-processor beforehand to ensure the video signals are recognized and adjusted to optimum quality.

The Signal Entry registers these video signals in the SIGNAL ENTRY list and at the same time obtains the various parameters
pertaining to these signals. Always access this mode first whenever inputting video signals for the first time so that you can register

the video signals before making any adjustments. If the current input signal(s) has not been registered, the “UNREGISTERED
SIGNAL” message is displayed on screen.

NOTE: If you have software which 1 changes scanning mode due to the graphic board of your PC (such as VGA), it will be nesessary
to re»glster signal entry for each scanning mode. This can be done using your PG by way of stopping the software in each scann ing.
_mode.and_performing.a signal entry operation..

Signal Entry Procedures

To make the signal entry, proceed asrff)llpws:
(1) Press the ADJUST button.
» The “ADJUST” menu is displayed.

NOTE: The projector may ask you to enter your passcode. See
52-for the explanation of the PASSCODE.

@ Use the CURSOR AN or [/ button to highlight the “1/SIGNAL ADJUST -
ENTRY?” line and press ENTER.
« The “SIGNAL ENTRY” list will be displayed. FOCUS
* You can also select the “SIGNAL ENTRY™ list directly by ALIGNMENT
pressing the INPUT “1” button. CONVERGENCE
» When the projector is used in stand alone operation, the “6/R, WHITE BAL

‘ I . . . ‘ R,G,B GAIN
G, B GAIN” item is not included in the ADJUST menu. HOUR METER

B |

o~ EWON
— e e e e e

PASSCODE
(® Use the CURSOR A or [/ button to select the desired line and OPTION
press ENTER.
» The Signal entry menu will be displayed.
P01 SIGNAL ENTRY
NDTE To advance to the next page or to the: prevmus page, ‘ I1SS-6010 SW 2 LEVEL
‘ hold down the CTL button then press the v - RN NO__INPUT NavE —
EUHSGR [ or & button. To dlrect!y access a page hoid dnwn ‘ E 212103152
the CTL button then press any one. of the INPUT buttons. .. 04 M-01 S-04 VTR -3 12/24/92
05 M-01 S§-05 RGB-1 12725 /92
07
08
09
10
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SIGNAL ENTRY

@ Use the CURSOR Al or [ button to select the item and then press
ENTER. SIGNAL ENTRY

. . . TRY
* The Input terminal menu will be displayed. R c PY

items to select | E ;: I : z g;SIY:T E
* NEW ENTRY ........ Registers a new signal. DATA COPY
« ENTRY COPY ....... Copies any registered signal entry. | | CHANGE DEFAULT

» ENTRY MOVE ...... Moves any registered signal entry.
* ENTRY DELETE ... Deletes any registered signal entry from
| SIGNAL ENTRY.

* DATA COPY ......... Copies gain data from any one of the
registered signals.

* CHANGE DEFAULT . Rewrites the data stored in DEFAULT AREA. ] 1 SIGNAL ENTRY
NEW ENTRY
ENTRY COPY

NDTE: When a vacani line s sélé‘cted, the “SleNA%. ENTRY" | ENTRY MOVE
meny has three items only: “NEW ENTRY”, "I;NTRY COPY” and
“ENTRY MOVE’. .

M Selecting “NEW ENTRY”
When connecting a signal for the first time, you need to register

it into the projector’s memory. You can copy the initial setting SIGNAL ENTRY

i i
for .the new signal from any other signal that has already been ENTRY COPY
registered or use the factory preset setting. ENTRY MOVE
To do this, proceed as follows: ‘ g ":'; : Vc %EP l‘-vE TE
1) Use the CURSOR [A or M button to select “NEW ENTRY” CHANGE D EFAULT

and press ENTER.
» The Input terminal menu will be displayed.

When using the projector in stand alone application:
Use the CURSOR Al or M button to select “VIDEO”, “RGB” or

“S-VIDEO”, and press ENTER.
» The “NAME INPUT” screen will be displayed. RGB
S-VIDEO
tems to select
*VIDEO...... Selects the VIDEO input signal of this projector
*RGB........ Selects the RGB input signal of this projector
» S-VIDEO .. Selects the S-VIDEQ input signal of this projector
+ Go on to Step 2).
When using with a single Switcher 1SS-6010/ISS-6010G: MASTER
Use the CURSOR P or /| button to select the input slot number 3
. SLOT~-02
of the Switcher and press ENTER. SLOT-03
« Input slot numbers are from 1 through 10. "o SLOT-04
« The “NAME INPUT” screen will be displayed when you finish g :: g ¥‘ g :
entering the slot number. SLOT-07
+ Go on to Step 2). SLOT-08
SLOT-09
SLOT-~10
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SIGNAL ENTRY

When using with two or more ISS-6010/ISS-6010G switchers:

Use the CURSOR [N or [ button to select the input slot number

of the master Switcher and press ENTER. Then select the slot

number of the slave Switcher and press ENTER.

* The “MASTER"” menu will be displayed when the slot number
of the master Switcher is selected.

* The “SLAVE” menu will be displayed when the slot number of
the slave Switcher is selected.

» Input slot numbers are from 1 through 10.

* The “NAME INPUT” screen will be displayed when you finish
entering the slot number,

« Go on to Step 2).

2) Input the source name by selecting one character at a time
with the INPUT buttons 1 through 10 and by moving the
cursor with the CURSOR [Fbutton. After finishing the
selection of the characters, press ENTER.

« Up to eight characters can be selected.

» Eight characters are assigned to one INPUT button.

« Whenever the INPUT button is pressed, characters will be

rotated. ©
Forexample:A B —>C— 1A ...

« When pressing the INPUT button while holding down the CTL
button, another group of characters will be rotated.
Forexample:a—>b—>c—!—a..

« The characters corresponding to these INPUT buttons are as
follows:

MASTER
[SLOT-01
SLOT-02
SLOT-03
SLOT-04
SLOT-05
SLOT-06
SLOT-07
SLOT-08
SLOT-09
SLOT-10

SLAVE
SLOT~01
SLOT-02
SLOT-03
SLOT-04
SLOT-05
SLOT-06
SLOT-07
SLOT-08
SLOT-08
SLOT-10

| NAME INPUT |

When using With CTL

INPUT 1 A, B, C,and 1 a,b,cand!
INPUT 2 ‘D,E, F,and 2 def and"
INPUT 3 G, H l,and3 g, h,i,and #
INPUT 4 J,K, L, and 4 i,k 1,and §
INPUT 5 M, N, Q,and 5 m, n, 0, and %
INPUT 6 P,Q, R, and 6 p.q.1, and &
INPUT 7 S,T,U and7 s, t,u,and’
INPUT 8 V, W, X, and 8 v, W, X, and (
INPUT 9 Y,Z, ?,and 9 Y,z /, and)
INPUT 10 L+ and -

. and D

» If you have made an error in the input of a character, use the
CURSOR KJbutton and enter the correct letter or number. ,
To delete one character, move the CURSOR K button to the - '
character to be deleted and then press the NORMAL button.
To delete all the entered name, hold down the CTL button then
press NORMAL.

» The “INITIAL DATA SELECT” menu will be displayed.
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SIGNAL ENTRY

3) Use the CURSOR [N or /) button to select an item and press
ENTER.

» When selecting “ENTRY NUMBER”, the “DATA COPY
SELECT SOURCE” message will be displayed at the bottom of
the screen. Use the CURSOR [N or [ button to select the signal
you wish to copy the initial settings from and press ENTER.

+ The “SOURCE INFORMATION” screen will be displayed.

« Pressing END will return to the “SIGNAL ENTRY™ list. Go on

to Step ®.

INITIAL DATA SELECT
DEFAULT
TEMPORARY

ENTRY NUMBER

ltems to select
« DEFAULT ............. Uses the data stored in the DEFAULT AREA
« TEMPORARY ....... Uses the data which is currently displayed

| « ENTRY NUMBER .... Copies the data from the registered signal

: ﬁﬁ}mi ou'c E?ﬁ %i( nd%fé&ﬁgﬂé&vagr“oﬁ”s parameters on the
* "SOURCE !MFORMATION; ‘meni. See page 24.

PO1 SIGNAL ENTRY
188-6010 SW 2 LEVEL
NAME DATE

01 S - 01 1 1/ 90
62 M-01 S-02 VTR -2 12 /03780
03 M-01 $S-03 VIDEOG-1 12/11/90
04 M-01 S-04 VTR -3 12/24/90
05 M-D1 S-05 RGB-1 12125790
06 M-01 S-06 VIDEO-2 12/30/90
07 M-01 S-07 VIDEO-3 12/31/80
08 M-01 $-08 NTSC 01/15/ 81
09 M-01 S-09 PAL 81/16 /91
10 M-01 $§-10 SECAM 01/29/91
DATA COPY SELECT SOURCE

SOURCE INFORMATION

M-01 S-01 LOCK
******** OFF

FREQUENCY

fh =3 %, * Khz SYNC DETECT

fu= k% % Hz AUTO COMP.
SYNC COLOR TEMP AKB

HD{+) WVD{+) 6500 K OFF
VIDEQ MODE COUNTER TIMER

NTSC 3.58 *ok ok kok Hdokk k%
PCSITION FONT ASTIG
WIDE NORMAL DEFAULT
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SIGNAL ENTRY

M When selecting “ENTRY COPY”

You can copy one of the registered input to the currently selected
line.

To do this, proceed as follows:

1) Use the CURSOR [Aor §/button to select “ENTRY COPY” and

2)

3)

then press ENTER.
« The “ENTRY COPY SELECT SOURCE” message will be
displayed at the bottom of the screen.

Use the CURSOR [A or M button to select a line you wish to
copy from and then press ENTER.

 The “ENTRY COPY SELECT DESTINATION” message will

be displayed at the bottom of the screen.

Use the CURSOR [A or 1 button to select a line you wish to
copy to and press ENTER.

» When there is already a registered signal in the selected line, the
“ENTRY DATA OVERWRITE?” prompt is displayed. Use the

CURSOR Kor Sbutton to select “YES” or “NO” and then
press ENTER.

» When the “ENTRY COPY END” message is displayed, this
completes the ENTRY COPY mode.

» The “SIGNAL ENTRY" list is displayed. Go on to Step (.

SIGNAL ENTRY
NEW ENTRY

| ENTRY MOVE
ENTRY DELETE
DATA COPY
CHANGE DEFAULT

PO1 SIGNAL ENTRY

188-6010 SW 2 LEVEL

NO ____INPU I NAME DATE

0 1 M-01 S -01 VTR ~ 1 12 /01 /90
02 W-01 S-02 VTR ~ 2 12703790
03 M-01 S-03 VIDEO-1 12/ 11 /90
04 M-01 S-04 VTR - 3 12/ 24/90
05 M-01 S-05 RGB-1 12/25/90
06 M-01 S-06 VIDEO-2 12/30/90
07 M-01 5-07 VIDEO-3 12/31/90
08 M-01 S-08 NTSC 01/15/7 91
09 M-01 S-09 PAL 01/16 /91
10 M-01 S5-10 SECAM 01/29/91

ENTRY COPY SELECT SOURCE

ENTRY DATA OVERWRITE?
NO

Items to select

*YES ... Overwrites the selected signal that has already
bheen registered.

*NO ..o Stops overwriting.
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SIGNAL ENTRY

M When selecting “ENTRY MOVE”
You can move one of the registered inputs to the currently
selected line. To do this, proceed as follows:
1) Use the CURSOR A or Mbutton to select “ENTRY MOVE”
and then press ENTER.
* The “ENTRY MOVE SELECT SOURCE” message will be
displayed at the bottom of the screen.

2) Use the CURSOR A or / button to select a line you wish to
move and then press ENTER.
" » 'The “ENTRY MOVE SELECT DESTINATION” message
will be displayed at the bottom of the screen.

3) Use the CURSOR [Aor [/ button to select a line you wish to
move to and press ENTER.

» When there is already a registered signal in the selected
line, the “ENTRY DATA OVERWRITE?” prompt will be
displayed. Use the CURSOR K or [Hbutton to select
“YES” or “NO” and then press ENTER.

* When the “ENTRY MOVE END” message will be dis-
played, this completes the ENTRY MOVE mode.

+ The “SIGNAL ENTRY" list will be displayed. Go on to

Step ®.

SIGNAL ENTRY
NEW ENTRY
ENTRY COPY
ENTRY MOVE
ENTRY DELETE
DATA COPY
CHANGE DEFAULT

188-6010

“oo00oD0000O=Z
cv~Nana LN

SIGNAL ENTRY

] S -01 'R - 1
M-01 S-02 VTR - 2 12
M-01 S-03 VIDEO-1 12
M-01 S-04 VTR - 3 12
M-01 §-05 RGB-1 12
M-01 S-06 VIDEO-2 12
M-01 S~07 VIDEO-3 12
M-01 S-08 NTSC 01
M-01 S-09 PAL 01
M-01 S-10 SECAM 01

T T T S o, oy
Nt DWDNN - O
COHN-ON &=

ENTRY MOVE SELECT SOURCE

ENTRY DATA OVERWRITE?
NO

Items to seiect

*YES ......... Overwrites the selected signal that has already
been registered.
*NO........ Stops overwriting.

B When selecting “ENTRY DELETE”
You can delete one of the signals in the currently selected line .
To do this, proceed as follows:
1) Use the CURSOR (A or M button to select “ENTRY DE-
LETE” and then press ENTER.
» The “SELECT LINE DELETE?” menu will be displayed.
2) Use the CURSOR K or 5 button to select either “YES” or

“NO” and then press ENTER.
» The “SIGNAL ENTRY” list will be displayed. Go on to
Step (. —

SIGNAL ENTRY
NEW ENTRY

ENTRY COPY
ENTRY MOVE

| ENTRY DELETE

DATA COPY
CHANGE DEFAULT

SELECT LINE DELETE?
NO

items to select

*YES ......... Deletes the selected signal that has already been
registered.
«NO........... Stops deleting.
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SIGNAL ENTRY

B When selecting “DATA COPY”

To help assist in adjusting multiple inputs this projector has a
feature called DATA COPY. This feature allows you to copy the

SIGNAL ENTRY

memory data from one input to another input. By copying this NEW ENTRY
data from an input that has already been adjusted to an existing ENTRY COPY
input you will not have to do a complete adjustment. ENTRY MOVE

) ENTRY DELETE
To do this, proceed as follows: DATA COPY

CHANGE DEFAULT

1) Use the CURSOR [N or [/ button to select “DATA COPY”

and then press ENTER.

* The “DATA COPY SELECT SOURCE” message will be
displayed at the bottom of the screen.

PO1 SIGNAL ENTRY

1S5-6010 SW 2 LEVEL
2) Use the CURSOR [§ or [/ button to select the signal to copy UT S NAME . E T
; 02 M-01 S-02 VTR -2 12/03/90
fromandthempmssEN;[rER 03 M—Oj' g-oa VIDEO-1 12511 ;90
Che I” mes 04 M-01 S-04 VTR -3 12/24/90
« The “DATA COPY SELECT DESTINATION” message g g m_g} g_ "2 E ,GDBE‘A ) : g ; g g ’ g 8

3 3 ‘ - -0l Q-

will be displayed at the bottom of the screen. 07 M-0f S_07 VIDEO.3 12/31/90
. , 08 M-01 S-08 NTSC 01715/ 91
3) Use the CURSOR [ or [ button to select the signal you wish 09 M-01 S-09 PAL 01716791
10 M-01 S-10 SECAM  01/29/91

E
to copy to and press ENTER.
DATA COPY SELECT SOURCE

+ The “INCLUDE PHASE DATA?” menu will be displayed.

4) Use the CURSOR [ or [/ button to select either “NO” or
“YES” and press ENTER. INCLUDE PHASE DATA?
» Select “NO” in normal operation.

YES
items to select
*NO........ Copies the data which does not include the phase
data.
*YES ... Copies the data which includes the phase data.
* When “GAIN DATA COPY END” message will be
displayed, this completes the DATA COPY mode.
» The “SIGNAL ENTRY?” list will be displayed. Go on to
Step &.

M When selecting “CHANGE DEFAULT”
All of the adjustment data of the selected signal will be stored in
the DEFAULT AREA. ‘
The data stored in the DEFAULT AREA can be recalled by SIGNAL ENTRY

‘ . NEW ENTRY
pressm-lg the NORMAL button. ENTRY COPY
Selecting “DEFAULT” from the “INITIAL DATA SELECT” ENTRY MOVE
menu during signal entry will utilize the data stored in the ENTRY DELETE
N DATA COPY

DEFAULT AREA”.
To do this, proceed as follows: o

1) Use the CURSOR [Nor [/ button to select “CHANGE
DEFAULT” and press ENTER.
» The “STORE TO DEFAULT AREA?” will be displayed.
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SIGNAL ENTRY

2) Use the CURSOR K or S button to selcctranl item and press
ENTER.

Items to select
*YES ... The picture parameter data of the selected signal
will be stored in the DEFAULT AREA.
eNO ... The picture parameter data of the selected signal
will not be stored in the DEFAULT AREA.
* CANCEL ... All cancelled information will be stored in the

STORE TO DEFAULT AREA?
NO CANCEL

DEFAULT AREA.

» If the “SIGNAL ENTRY” list will be displayed, this
completes the CHANGE DEFAULT mode.
¢ To end the “SIGNAL ENTRY” list, go on to Step (5.

(® To complete the signal entry, press the END button.

* Whenever the END button is pressed, the menus will sequence
in this order:

“ADJUST” menu — Source screen.

* When your passcode is in effect, the “RETURN USER
MODE?” screen will be displayed. If this happens, use the
CURSOR Kor S button to select either “YES” or “NO” and
press ENTER.

RETURN USER MODE?
NO

| ltems to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
*NO ... When you try 1o enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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SIGNAL ENTRY

Checking and Setting Various Parameters

Parameters of the signal currently projected can be displayed. To
view or change the parameters, proceed as follows:
(D Press the ADJUST button.

The “ADJUST” menu will be displayed.

 NOTE: The projector may ask you to enter your passcode.

* See page 52 for Passcode explanation.

(@ Press the INFO button.
* The “SOURCE INFORMATION™ screen will be displayed.
» The “SOURCE INFORMATION” screen will be displayed also
when you exit the “SIGNAL ENTRY” screen.

® Check and / or set the various parameters of the signal currently
projected.
The menu items you can set are NAME, LOCK ON/OFF, SYNC
DETECT, COLOR TEMP, AKB ON/OFF, COUNTER, TIMER,
POSITION, FONT, and ASTIG. See the foliowing pages for an
explanation of each setting.
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ADJUST -

FOCUS
ALIGNMENT

WHITE BAL
R,G,B GAIN

PASSCODE
OPTION

DGONOOTGTHEWN = |
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SIGNAL ENTRY

CONVERGENCE

HOUR METER

SOURCE INFORMATION

M-01 S-01
Hokosk Aok koskok
FREQUENCY
th =%, % Khz SYNC DETECT
fv= »k%.% Hz AUTC
SYNC COLOR TEMP
HD(+) VD(~+) 6500 K
VIDEO MODE COUNTER
NTSC 3.58 kok kg ok
POSITION FONT
WIDE NORMAL

LocK
OFF
COMP,

AKB
OFF

TIMER
shekoksk s sk

ASTIG
DEFAULT




SIGNAL ENTRY

M Setting “NAME”
This function is used to change a user name that has previously
been entered.
To do this, proceed as follows:
1) Use the CURSOR buttons to select “NAME?” and then press
ENTER.
* The “NAME INPUT” screen will be displayed.

2) Input a new source name by selecting one character at a time
with the INPUT buttons 1 through 10 and by moving the
cursor with the CURSOR 5 button. Only after completely
finishing the selection of the characters, press ENTER.

+ If you have made an error, use the CURSOR K button and
reenter the correct letter or number.
To delete one character, move the under bar to the character
to be deleted and then press the NORMAL button.
To delete all the entered name, hold down the CTL button
then press the NORMAL button.

* The above is the same procedure of the signal entry. See
page 18 for more details.

» The screen will return to the “SOURCE INFORMATION”
SCreen.

I Setting “LOCK”
This function is used to stop the projector’s automatic signal
discrimination of various RGB signals.
Set the lock control to the ON position when connecting an
intermittent or low quality signal. )
1) Use the CURSOR buttons to select“LLOCK” and press
ENTER. .
+ The “LOCK CONTROL” menu will be displayed.

2) Use the CURSOR P or [ button to select either “ON” or
“OFF” and press ENTER.
* The screen will return to the “SOURCE INFORMATION”

SOURCE INFORMATION

M-01 S-01 LOCK
Fkseokskkokk OFF

FREQUENCY

f=skokk, % Khz SYNC DETECT

fu= k% % Hz AUTO . COMP.
SYNC COLOR TEMP AKB

HD{+) WVD(+) 6500 K OFF
VIDEQ MODE COUNTER TIMER

NTSC 3.58 o Ehkk: Ak
POSITION ASTIG
WIDE

FONT
NORMAL DEFAULT

NAME INPUT

SOURCE INFORMATION

M-01 5-01 NAME
#eokook ke sk ok sk ok OFF

FREQUENCY

th =%%%, % Khz SYNC DETECT

tvz k. ok Hz AUTO COMP.
SYNC COLOR TEMP AKB

HO(+) VD({+) 6500 K OFF
VIDEO MODE COUNTER TIMER

NTSC 3.58 skskskokk Sokoskok: kk
POSITION FONT ASTIG
WIDE NORMAL DEFAULT

screen. e
¢ Select “OFF” in normal operation. J
ltems to select
*ON........ Deactivates the projector’s automatic signal
discrimination of RGB signals. |
s OFF .......... Activates the projector’s automatic signal discrimi-
nation of RGB signals.

LOCK CONTROL

OFF
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M Setting “SYNC DETECT”
This function is used to select the detection method of the sync
signal for an RGB signal.
To do this, proceed as follows:
1) Use the CURSOR buttons to select “SYNC DETECT” and
then press ENTER.
* The “SYNC DETECT"” menu will be displayed.
2) Use the CURSOR A or [ button to select either “AUTO” or
“MANUAL” and press ENTER.
* The screen will return to the “SOURCE INFORMATION”
screen.
* When “AUTO” is selected, the sync type will be displayed.
* Select “AUTO” in norinal operation.
* Select “MANUAL” when connecting a computer that has a
non-standard signal.
* Selecting “MANUAL” automatically switches to the G-
SYNC mode.

SOURCE INFORMATION

On-screen display

* COMP. --- Composite sync signal.

* SEPA. ---- HN separate sync signal.
* G-SYNC -- Sync on green signal.

N Setting “COLOR TEMP”
This function is used to select the color temperature of the
projected image.
To do this, proceed as follows:
1) Use the CURSOR buttons to select “COLOR TEMP” and
then press ENTER.
* The “COLOR TEMP” menu will be displayed.

2} Use the CURSOR [N or [/} button to select the color tempera-
ture you wish to use and then press ENTER.

» The screen will return to the “SOURCE INFORMATION”
screen.

M-01 S-D1 NAME LOCK
ok sk ok ok ok ok OFF
FREQUENCY
h =%k, % Khz
tv= sk, Hz AUTO COMP.
SYNC COLOR TEMP AKB
HD{+) VD (+) 6500 K OFF
VIDEO MODE COUNTER TIMER
NTSC 3.58 Hkkkok Hokokok: Kk
POSITION FONT ASTIG
WIDE NORMAL DEFAULT
SYNC DETECT
AUTO
MANUAL
SOURCE INFORMATION
M-01 S-01 NAME LOCK
kskokokok ok k OFF
FREQUENCY
th=%%%, % Khz SYNC DETECT
fv= k% % Hz AUTO COMP.
SYNC AKB
HD(+) VD(+) 6500 K OFF
VIDEO MODE COUNTER TIMER
NTSC 3.58 skkesk sk kadeskdk: skk
POSITION FONT ASTIG
WIDE NORMAL DEFAULT

ltems to select
¢3200 K., Photo color
* 5400K, 6500 K ......... Video application

COLOR TEMP
3200K
5400K
| 6500K |
7500K
9500K

« 7500K, 9500K ........ PC, Graphics application
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H Setting “AKB”
This function is used to activate the auto white balance control.
1) Use the CURSOR buttons to select “AKB” and then press
ENTER.
* The “AKB CONTROL” menu will be displayed.

2) Use the CURSOR A or [/ button to select either “ON” or
“OFF” and then press ENTER:
» The screen will return to the “SOURCE INFORMATION”
screen. '

move
» If the projector is used on the AKB OFF for an extended
period, it could affect the white balance settings. To avoid

this, set AKB to ON periodically.

I Setting “COUNTER”
This function is used to reset the number of times a signal is
selected for display.
1) Use the CURSOR buttons to select the “COUNTER” and
then press ENTER.
* The “COUNTER RESET?” screen will be displayed.

2) Use the CURSOR Kor 3 button to select either “YES” or
“NO” and then press ENTER.
* To reset the counter, select “YES”. If you do not need to
reset, select “NO”.
* The screen will return to the “SOURCE INFORMAE,ION”
screen. o

M-01 S-01 NAME LOCK
ko ok ok OFF

FREQUENCY

fh =% %k, % Khz SYNC DETECT

fvs ki % Hz AUTO ComP.
SYNC COLOR TEMP [ AKB ]

HD(+) VD (+) 6500 K OFF
VIDEO MODE COUNTER TIMER

NTSC 3.58 EL E 23 skkskk s kk
POSITION FONT ASTIG
WIDE NORMAL DEFAULT

SOURCE INFORMATION

AKB CONTROL

OFF

SOURCE INFORMATION
M-01 S-01 NAME LOCK
ok oksk sk ok ok ok OFF
FREQUENCY
th =%, % Khz SYNC DETECT
tv= sk % Hz AUTO coMP.
SYNC COLOR TEMP AKB
HD(+) VD (+) 6500 K OFF
VIDEQ MODE TIMER
NTSC 3.58 PErTT el : skok
POSITION FONT ASTIG
WIDE NORMAL DEFAULT

COUNTER RESET?
NO
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M Setting “TIMER”

This function is used to reset the time of signal display.

1) Use the CURSOR buttons to select “TIMER” and then press
ENTER.
» The “TIMER RESET?” screen will be displayed.

2) Use the CURSOR K or Sl button to select either “YES” or
“NO” and then press ENTER.
« To reset the timer, select “YES”. If you do not need to
reset, select “NO™.
+ The screen will return to the “SOURCE INFORMATION”
screen.

M Selecting “POSITION”
This function is used to select the vertical area mode for the
“POSITION-SHIFT” adjustment.
To do this, proceed as follows:
1) Use the CURSOR buttons to select “POSITION" and then
press ENTER.
+ The “POSITION” menu will be displayed.

2) Use the CURSOR [/ or i/ button to select either “WIDE” or
“NARROW? and then press ENTER.

+ The screen will return to the “SOURCE INFORMATION”
screen.
+ Select “WIDE” in normal operation.

SOURCE INFORMATION

M-01 5-01 NAME LOCK
¢ 3k 3 o e e e ok OFF

FREQUENCY

fh =% %, % Khz SYNC DETECT

fu= %% % Hz AUTO COMP.
SYNC COLOR TEMP AKB

HD(+) VD(+) 6500 K OFF
VIDEO MODE COUNTER

NTSC 32.58 Sk KK dokkok s Kok
POSITION FONT ASTIG
WIDE NORMAL DEFAULT

TIMER RESET?
NO

SOURCE INFORMATION

M-01 S-01 NAME LOCK
3k o ok ok ok ok 3k OFF

FREQUENCY

th =3k %k, % Khz SYNC DETECT

tv= k%% Hz AUTO COMP.
SYNC COLOR TEMP AKB

HD(+) VD(+) 6500 K OFF
VIDEO MODE COUNTER TIMER

NTSC 3.58 Sedokkk skokokk s ok

FONT ASTIG

WIDE NORMAL DEFAULT

Items to select
* WIDE ....... Adjustment area is wide.
* NARROW . Adjustment area is narrow.

POSITION

WIDE

NARROW

NOTE: Selecting “NARROW” may solve problems caused by an
interlace input signal.
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M Setting “FONT”

This function is used to specify the appropriate font size to the
on-screen message.
To do this, proceed as follows:

1) Use the CURSOR buttons to select “FONT” and then press SOURCE INFORMATION
ENTER M-o1 801 NA;“#E****** Lol;:F'é
» The “FONT SIZE” menu will be displayed. FREQUENCY ‘
fh =%k, % Khz SYNC DETECT
tv= ok k Hz AUTO COMP.
SYNC COLOR TEMP AKB
HD(+} VD(+) 6500 K OFF
VIDED MODE COUNTER TIMER
NTSC 3.58 sk kok Hokokok o kok
POSITION ASTIG
WIDE NORMAL DEFAULT
2) Use the CURSOR (A or [ button to select either “NORMAL”
or “SMALL” and then press ENTER.
+ The screen will return to the “SOURCE INFORMATION”
screen. SMALL
items to select

« NORMAL . Caiculates the appropriate font size with the
vertical scanning lines to display the on-screen
message in the appropriate size.

| « SMALL ... Displays the on-screen message in the font size of

75 percent of the NORMAL size.
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B Setting “ASTIG”
This function is used to set memory space that is used for ASTIG
data storage.

1} Use the CURSOR buttons to select “ASTIG” and then press
ENTER. J’
» The ASTIG memory area menu is displayed.

2} Use the CURSOR [A or i button to select any one of the
ASTIG memory areas and then press ENTER.

(® To complete, press the END button.

« Whenever the END button is pressed, the menus will sequence
in this order:
“ADJUST” menu — Source screen

» When your passcode is in effect, the “RETURN USER
MODE?” screen is displayed. If this happens, use the
CURSOR [ or S button to select either “YES” or “NO” and
press ENTER.

Items to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO ... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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SOURCE INFORMATION

M-01 S-01 LOOCK

NAME
Fekook ok kokok ok

FF
FREQUENCY
fh=%%#. % Khz SYNC DETECT
fv= k. % Hz AUTO coMP,
SYNC COLOR TEMP AKB
HD(+) VD(+) 6500 K OFF
VIDEO MODE COUNTER TIMER
NTSC 3.58 ®okk kK degokk : ek
POSITION - FONT
WIDE NORMAL DEFAULT
ASTIG
DEFAULT
USER-1
USER-2
USER-3
USER-4
USER-5

RETURN USER MODE?
NO




ADJUSTMENT

Before adjusting
(D Installation of the projector.

» This projector is pre-adjusted at the factory for 100 inch screen front pro_;ectlon at 11 degrees and ceiling mounting. If
your application is the same as the factory setting, you will not have to reconfigure the projector for your apphcatlon
However, if you want to do some fine or further adjustments, carry out the following adjustments.

(2) Connect the external equipment to the projector.
® Turn on power to the external equipment and the projector.
« If you want to institute the use of a passcode, register the passcode.
» Carry out the adjustments after displaying an image for 20 minutes or more.
(@ Select the input signal.
« If your input signal has not been recorded, it is necessary to perform the signal entry beforehand. See page 16.

If you want to use the projector in any other configuration than the factory setting, perform the following after installation.

See page 3-5-2 1

2) Aligyn_ment Adjustment See page 3-5-6

. N
3) Static Convergence Adjustment See page 3-5-10
~— i : Check and adjust again
» A — ‘ =1 if necessary

4) Dynamic Convergence Adjustment See page 3-5-12
eeeeeeaaaneanaann . AU ,
5) Point Convergence Adjustment See page 3-5-16 :

Paint convergence function is optional for MultiSync 6PG XTRA. You
‘need to install the ﬂptuonal Point Convergence board into the projector :
and activate the pomt convergence function beforehand (See page 3-7-9). |

................. 'V

6) White Balance Adjustment See page 3-5-18
.................. N e n e aaan
: 7)R, G, B Gain Adjustment See page 3-5-19!
i (only when used with the ISS- 6010/1SS-6010G) :

*If a button operation is not made correctly, an error message w111
appear. ‘

*Pressing the HELP button will display a brief description of the
selected function and button operation instructions.
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ADJUSTMENT

Electrical Focus Adjustmem

Adjust the center focus and edge focus electrically to obtain the best
screen focus.

Proceed as follows:
(@ Press the ADJUST button to display the “ADJUST” menu..
» The projector may ask you to enter your passcode
See page 52 for the explanation of the PASS CODE.

® Use the CURSOR AN or [/ button to highlight the “2/FOCUS”
line. Press ENTER to display the FOCUS menu. You can also
select the FOCUS menu directly by pressmg the IMPUT w»
button.

» “6/R, G, B GAIN” is not included in stand alvone‘adjlis‘f:menu.

® Use the CURSOR N or [/ button to highlight your preferred

adjustment item. Press ENTER to dlsplay the selec[ed ad_;ustment

screen.

« You can also select the adjustment screen directly by pressing
the INPUT *1” or “2” button. 5 Lo

» For edge focus, you can select either “EDGE ALL” or “EDGE
SEPA.” in the FOCUS EDGE mode of the OPTION menu.
(See page 89).

~w.— ADJUST -
14 SIGNAL ENTRY

2 / FOCUS
ALIGNMENT
CONVERGENCE
‘WHITE BAL
R,G;B GAIN
HOUR METER
PASSCODE
OPTION

WO~ h:.i;w

ltems to select B

* CENTER ......... The focus adjustment for-the center of the
screen '

«EDGE ALL ...... The focus adjustment for the edge area of the
screen (all GRTs)

« EDGE SEPA. .. The focus adjustment for the edge area of the
screen (each GRT)

- FOCUS -

2 / EDGE ALL

3-5-2




ADJUSTMENT

(® Press the R, G, and B button to project the CRT beam to be
adjusted.
* You can turn on or off each CRT beam (R, G, and B)separately.

NOTE:

_+ The CENTER and EDGE SEPA fonus adjustment should be
performed for each CHT 5eparately .

* The EDGE Aktfocumd;yst;n;em“aﬁects all 1;he three CRTs at”
tpe same time} g |

£ ] fs’

(® Hold down the CTL button then select the CRT you wish to
adjust with the R, G, and B button. ‘ ‘ %
» The display of the corresponding CRT will change from one Focus
CRT to another. - CENTER -
CRT - R -
NOTE:

<> . <P

e You do not need to sel ect the CRT color for the EDGE ALL

focus,
. Always be aware of what color the on-screen CRT dispiay is b t

showing (R, G, B) when “CENTER” or “EDGE SEPA."is. ©

selected. If that color’s test pattern is turned off, any adjust- o

ment to that color will display the “THIS COLOR 15 NOT

APPLICABLE” message.

v » +10%

® Use the CURSOR buttons to adjust the focus. A
B When selecting “CENTER” v

* Pressing the ¥ or [A] button increases the control levels of the Focus
center focus. (The gange mark in the scale moves to the right.) . - EDGE ALL -
» Pressing the K or Mbutton decreases the control levels of the
center focus. (The gauge mark in the scale moves to the left.) > >
To switch to the FOCUS EDGE mode: ‘
press and hold CTL, then press CURSOR [y . e oo e e 1

B When selecting “EDGE ALL”/”’EDGE SEPA.”

* Press and hold the CTL button then press any one of the
CURSOR buttons to select the position to be adjusted. (The
marker on the selected side will turn to a solid color.)
CTL+@ ... U(Up) CTL+(H ... R (Right)

CTL + & .... D (Down) CTL+ ..... L (Left) A

Use the CURSOR buttons to adjust the focus. FOCUS v

* Pressing the (Y or ] button increases the control levels of the
edge focus. (The gauge mark in the scale moves 1o the right.) - EDGE SEPARATE -

* Pressing the K or /) button decreases the control levels of the CRT - R -
edge focus. (The gauge mark in the scale moves to the left.) <> <

To switch to the FOCUS CENTER mode:

press and hold CTL, then press CURSOR [/ . You need to press u 4 f +10%

T T T TR,
F +

them twice to change to the EDGE DOWN adjustment. &
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ADJUSTMENT

@ Repeat steps (@) to (® for the other CRTs if necessary.
To end this adjustment, press the END button,
» Whenever the END button is pressed, the menu will sequence
in this order:
“FOCUS” menu — “ADJUST” menu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR K or Hbutton to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

ltems to select

* YES ......... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

eNO........... When you try to enter the ADJUST mode the next
time, you willifnm need to .re-enter your passcode.

RETURN USER MODE?
EEE nNo

tu the Biue CRT wrsh the rem@te.c ‘ntrot

M ASTIG Adjustmeént
When ASTIG ADJUSTMENT in the OPTION menu is set to
ON, the focus menu is displayed.

Holding down CTL and then pressing FOCUS toggle between
the ASTIG CROSS and the ASTIG CORNER mode
To adjust ASTIG CROSS/CORNER:

1) Hold down CTL, then press FOCUS to select either ASTIG
CROSS or ASTIG CORNER.
First perform the ASTIG CROSS adjustment and then the
ASTIG CORNER adjustment.
+ The test pattern automatically changes to the DOT
COARSE pattern.

2) Select the CRT you wish to adjust with R or G button.
» The blue CRT is not adjusted.

3) Press the R or G button to project the only CRT beam to be

adjusted.
* You can turn on or off each CRT beam (R, G, and B)
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- FOCUS -

1/ CENTER

2 /| EDGE ALL -

3 / ASTIG CROSS
4 /| ASTIG CORNER

¢

FOCUS

- ASTIG CROSS -
CRT - R -
<I>SCREEN - U -

HV v 60%

+

SK A A L 40%




ADJUSTMENT

+4) Press and hold the CTL button then press any oné of the & T e i
CURSOR buttons to select the position to be adjusted (The

marker on the selected side will turn to a solid color.)
CTL+ A ...... U (Up) - ASTIG CORNER -

CRT - R -
CTL+ N ... D (Down) SCREEN - DR -

CTL+ ... R (Right)
CTL+& ... L (Left) | My v 60%

: | SK A "40%
©

. AN
. . S
FOCUS

S

5)@E§m§CURSORB'
M ....... Corrects spmdie-shape dot horizontally and
ver‘ncally
B 3 ......... Corrécts spindle-shape dot diagonally
Adjust the dots on the selected side to the same shape as the
center dots. »

6) Repeat ‘_§t,ep's 2) for. the other CRTs v

7) To end this adjustment, press the END button.

» Whenever the END button is pressed, the menu will sequence
in this order:
“FOCUS” menu — “ADJUST” menu — Source screen

« If the “RETURN USER MODE?” menu appears, use the
CURSOR K or S button to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode. RETURN USER MODE?

NO

items to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO....... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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Alignment Adjustment

Correct the horizontal and vertical error for the projected image.

Proceed as follows:
@ Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

@ Use the CURSOR [ or M button to highlight the “3/ALIGN-
MENT” line. Press ENTER to display the “ALIGNMENT”
menu. You can also select the “ALIGNMENT” menu directly by
pressing the INPUT “3” button.

* ”6/R, G, B GAIN” is not included in stand alone adjust menu.

@ Use the CURSOR [A or [ button to select the preferred item.
Press ENTER. You can also select the alignment item directly by
pressing an INPUT button.

» The selected adjustment screen will be displayed.
See page 38 and 39 for the explanation of the selected adjust-
ment.

- ADJUST -

1/ SIGNAL ENTRY
2 /| FOCUS

/ CONVERGENCE
WHITE BAL
R,G,B GAIN
HOUR METER
PASSCODE
OPTION

©Co~NOG A
e e e )

ltems to select
s TILT SKEW .......... Adjusts the tilt and the skew

* AMPLITUDE ........ Adjusts the horizontal and vertical ampli-
tude of the projected image

» LINEARITY .......... Adjusts the horizontal and vertical linearity

* KEY-STONE ......... Adjusts the horizontal and vertical keystone

* PIN-CUSHION ..... Adjusts the horizontal and vertical pincush-

ion

¢ LINEAR-BAL ........ Adjusts the horizontal and vertical linearity
balance

* KEY-BALANCE ..... Adjusts the horizontal and vertical keystone
tilt balance

* PIN-BALANCE ..... Adjusts the horizontal and vertical pincush-
ion bow balance
*PHASE .........c....... Adjusts the tilt and the cursor phase

- ALIGNMENT -
1/ TILT,SKEW

/| BOW
AMPLITUDE
LINEARITY
KEY-STONE
PIN-CUSHION
LINEAR-BAL
KEY-BALANCE
PIN-BALANCE
PHASE

oo~ OoOUnaEwWN
i e T T

ALIGNMENT
- TILT,SKEW -

H 4 +10%
Va -90%

ALIGNMENT
- TILT,SKEW -

H v C+10%

vV [ABNORMAL CORRECTION DATA]

During alignment or convergence adjustment, if the
projector acknowledges that your adjustment is overcor-
rected, the "ABNORMAL CORRECTION DATA” message
appears. The data is cancelled at that moment. If this
happens, reduce the total amount of the current adjust-
ment data.




ADJUSTMENT

(@ Press the R, G, and B buttons to display only the Green pattern.
* You can turn on or off each CRT beam (R, G or B) separately.
» To access the CONVERGENCE screen (see page 42), press and
hold down the CTL button then press the R or B button.
(® Use the CURSOR buttons to adj\ust the alignment of the pro-
jected pattern.
* The CURSOR K or Ebutton 1ncreases or decreases the
horizontal level. o
The CURSOR A or Ibutton increases or decreases the vertical
level. S .
For “PHASE” adjustment, follow the instructions below.

M PHASE Adjustment S ‘ TILT PHASE

1)} Use the CURSOR K or I button to adjust the tilt phase (for [
horizontal line). ‘ :
Adjust the pattern so the sharp MS at the left and right edges
in the diagonal lines are equal

2) Use the CURSOR A or -button to adjust the cursor phase
(for vertical line).

Align the vertical center line of the pomt cursor with the
screen center.

(When the point Convergence Board is installed:) CURSOR PHASE
3) Align the point peak with the screen center using CTL and ; J
- PHAS
CURSOR buttons. ) | -huThurson-
' 1
]
T | Y ,+10%
L C ’ 320

POINT PHASE (When installing the
Paint Convergence board.)

HASA
~TILT.C B -

g -

TR
s

To end this adjustment, press the END button.
» Whenever the END button is pressed, the menus will sequence ;r‘ _— ol : ,+10%
in this order:
“ALIGNMENT” menu — “ADJUST” menu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR & or Hbutton to select either “YES” or “NO” and :
then press ENTER. This will exit the ADJUST mode.: . | RETURN USER MODE?

o

- K n~No

Items to seiect

*YES ... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.

*NO......... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.
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Alignment Adjustment Items

3-5-8

TILT
Adjust horizontal center line.
T
T FanW B e’ n l
M= N/
-4

Vertical BOW
Adjust horizontal center line bow.

.

N
D

‘_
D
\Y "4

;

|

l!
.
Fany

Vertical AMPLITUDE
Adjust vertical height of image.

[ s Rkt Nty e o
T l
Fan) T

______ R ¥ QDI A R

Vertical LINEARITY
Adjust top and bottom linearity.(Test pattern)

Y N . N - l
3

—_ N ] o l
W

Vertical KEYSTONE
Adjust top and bottom keystone error.

e
|

SKEW
Adjust vertical center line.
<+
L o H
/ W 3
; S ;
' ~ B
—>
Horizontal BOW
Adjust vertical center line bow.
. <«
. ati /
i3 d ;
5 N k
' LN e N .
<
Horizontal AMPLITUDE
Adjust horizontal size of image.
Iy P
N W
Horizontal LINEARITY

Adjust left and right linearity.(Test pattern)

< —
Fa \: Faa i
Y Y
Horizontal KEYSTONE
Adjust left and right keystone error.
—+ 4
1 \ ‘l
] f Il
f".'. 1:' Y
N f{ Y’\ 7
+— —>



ADJUSTMENT

ignment Adjustment Items =~

Vertical PINCUSHION

Equalize top and bottom pincushion error.

& &4
= ¥

Vertical LINEAR-BALANCE

.. Bqualize top and bottom linearity balance error.

o (- RN 7 AP R

ertical KEY-BALANCE

Equalize top and bottom keystone balance error.

Fary I T
T N L

T Far) ok AN
N T

Vertical PIN-BALANCE

Equalize top and bottom pincushion balance error.

Horizontal PINCUSHION
Equalize left and right pincushion error.
— —
IO Fan Vg
b d Y
D : : a5
SN VAN
—> <+

Horizontal LINEAR-BALANCE

Equalize left and right linearity balance error.

f\: i"\
N B
-« >

Horizontal KEY-BALANCE
Equalize left and right keystone balance error.

» , ¢ C
Pa ¥ . .
) é’

2 0

"} i
oy D
+ ¥
—_ —

Horizontal PIN-BALANCE
Equalize left and right pincushion balance error.

.. <+ <+
l Pz u B ) l Z 4
N7 T | 7 ‘ g
LD Fany
. 3/ 3
l A o l ~ T
3/ TN * S
TILT PHASE CURSOR PHASE POINT PHASE
Adjust the pattern so the sharp turns Align the vertical center line of the point When the Point Convergence board is
at the left and right edges in the cursor with the screen center. - installed,

diagonal lines are equal.

| SR .

rr
i

<Screen center>

rt
LiJ

Align the point peak with the vertical
center line of the point cursor.

™
Ly
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Static Convergence Adjustment

Adjust the red and blue CRT images to position them over the green
test pattern (center portion onl

Proceed as follows; .
(® Press the OPERATE button. ’
* The “OPERATEY menu is displayed.

(@ Use the CURSOR [A or M button:to highlight the “6/STATIC”
line. Press ENTER to display the STATIC adjustment. You can
also select the STATIC adjustment screen directly by pressing
the INPUT “6” button
» When the projector is used in stand alone operation, the fifth

item is “STATIC”.
» The CROSS-HAIR test pattern will be automatically displayed.

(® Press the R or B button to display the pattern to be aligned with
the Green pattern.
» You can turn on or off each CRT beam (R and B) separately.

(@ Hold down the CTL button then select the CRT you wish to
adjust with the R and B buttons

3-5-10

OPERATE -

/. PICTURE

/ POSITION

/| SOUND

/ INPUT SELECT
/| SOURCE INFO

e wh -

[o2]

/| STATIC (

CONVERGENCE

- STATIC -
CRT - R -

H v +10%
v A -10%




ADJUSTMENT

(® Align the center of the Red or the Blue pattern with the center of ‘
the Green pattern (reference color) using the CURSOR buttons. i RedorBlue
*The CURSOR K or 5 button moves the pattern left or right. | o wferet ¥

The CURSOR [ or M button moves the pattern up or down. f L =

(® Repeat steps (@) to &) for the other CRTs if necessary. Green

(@ To end this adjustment, press the END button.
» Whenever the END button is pressed, the menus will sequence
in this order:
“OPERATE” menu — Source screen
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Dynamic Convergence Adjustment

Corrects the horizontal and vertical error for each color and align the
red and blue to the green

NGTE S : - ;

*The dynamuc convergence adjustment should be performed fm
~gach CHT (Rand B) separate!y T

« Select the GROSS-COARSE test pattem usmg 'me TEST button on :
the full function remote control. -~ '

Proceed as follows:
1 Press the ADJUST button to display the “ADJUST” menu.
+ The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

2) Use the CURSOR A or i/ button to highlight the “4/CONVER-
GENCE?" line. Press ENTER 1o display the “CONVERGENCE”
menu. You can also select the “CONVERGENCE” menu directly
by pressing the INPUT “4” button.

* 76/R, G, B GAIN™ is not included in stand alone adjust menu.

3 Use the CURSOR [A or [/ button to select the preferred item and
then press ENTER. You can also select directly the dynamic
convergence item by pressing an INPUT button.

« The selected adjustment will be displayed.
See pages 44 and 45 for the explanation of the selected adjust-
ment.

NOTE; You can also select ad;ustments dlrec’zly usmg buttons
on the full functlon remote controi Ifyou are in the ALIGN- -
MENT mode (see page 36} press and hold down the CTL
button then press the R or B bu‘ﬁon This will brmg you to the
CONVERGENGE adjustment screen. To select “LINEAR-BAL”
convergence, press and hold down the CTL buttcm then press
the LINEAR button.

4) Press the R or B button to display the CRT beam to be aligned
with the Green pattern. ;
* You can turn on or off each CRT beam (R and B) separately. '
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- ADJUST -

1/ SIGNAL ENTRY
2 / FOCUS

[ ALIGNMENT

/ CONVERGENCE
/! WHITE BAL

/! R,G,B GAIN

{ HOUR METER
/! PASSCODE

/

3
4
5
6
7
8
9 OPTION

— CONVERGENCE -
1/ TILT,SKEW

2/ BOW

3/ AMPLITUDE
4 / LINEARITY
5/ KEY-STONE
6 / PIN-CUSHION
7 / LINEAR-BAL
8 / POINT




ADJUSTMENT

® Hc?ld down the CTL button then select the CRT you wish to CONVERGENCE
adjust with the R and B buttons.
,NUTE ways be aware of what color the cn*smen CRT " TILT,SKEW -
: . \ CRT - R -
__NG»T APPLICABLE massage e H_ v +10%
* To access the ALIGNMENT screen (see page 36), press and VA ’ —-90%
hold down the CTL button then press the G buiton.
® Align the Red or the Blue pattern with the Green pattern using
the CURSOR buttons. CONVERGENCE
. » The CURSOR button K or Jincreases or decreases H level. - TILT,SKEW -
The CURSOR button [ or M increases or decreases V level. CRT - R -

The following are the description of the KEYSTONE, PIN-
CUSHION, and LINEAR-BALANCE adjustments.

v +10%
KEYSTONE, PINCUSHI | LINEAR-BALANCE | T oo
. CUSHION, and VABNORMAL CORRECTION DATA]

Adjustments
* Press and hold the CTL button thelj‘ p ress any mjm of the During alignment or convergence adjustment, if the projector
CURSOR buttons to select the position to be adjusted. acknowledges that your adjustment is avercorrected, the
CTL+(@ .... U (Up) “ABNORMAL CORRECTION DATA" message appears. The data
is cancelled at that moment. If this happens, reduce the total
CTL+® .... D (Down) oP

amount of the current adjustment data.

CTL+ .... R (Right)
CTL+ K ... L(Left)
*» Use the CURSOR buttons to correct the error.

@ Repeat steps @) to (®) for the other CRTs if necessary. A

.y y M - ’ 113 "
. Prgssmg the END button will bring you to the “CONVER- CONVERGENCE
GENCE” menu.

- KEY - STONE -

To exit, press END to display the “STORE?” menu. <]ﬂ§ RT - R - I
* Whenever the END button is pressed, the menus will sequence
in this order:

u v +10%

+

“CONVERGENCE” menu ~» “ADJUST” menu — Source
screen

« If the “RETURN USER MODE?” menu appears, use the
CURSOR K or Hbutton to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode.

<>

Hems to select

*YES ... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.

*NO...... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.’

RETURN USER MODE?
NO

NUTE A’djusting the dyhamicmnvergyénce may cause the static
comvergence settmgs to change. If thls happens ad]ust the
static cunvergence again.
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Convergence Adjustment Items

TILT ' SKEW
Adjust horizontal center line. Adjust vertical center line.
3 <4+
b : N .

o P
g : A7)

s P el 4 Y
A roerr e T

PR

- S Sl : IS :
- ‘ ! 4 !
——
Vertical BOW Horizental BOW
Adjust horizontal center line bow. Adjust vertical center line bow.
== -1 & oyl
! Y /
l ) Y l
B A 4
1 -1 ¢ A “L
AV 74N N
<+
Vertical AMPLITUDE Horizontal AMPLITUDE
Adjust top and bottom height. Adjust left and right width.
o Rt ey i -- —> <4+
'y l : : :
p e
g g
Fany T ' 1
B A EEEL - 2 ey H :
Vertical LINEARITY Horizontal LINEARITY
Adjust top and bottom linearity. Adjust left and right linearity.
AN T - <‘._— <—
© l : :
f'\:. Fan) ;
\A: N !
e et Sl o Vinkulal Skl - l , H
¥ - !
KEYSTONE
Adjust the selected part. <
‘ P o)
aal obo--AN l . s
PN
,'\J
—>
When U(Up) is selected When R(Right) is selected
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-
> 4

l a8 Ve
W T

%
—
NF

L)
NS
When D(Down) is selected When L(Left) is selected
PINCUSHION
- - A
l \v 7 \V% l i
A
L AN
. <
When U(Up) is selected When R(Right) is selected
. >
L
\‘J
&1 %
. When D(Down) is selected When L(Left) is selected

LINEAR-BALANCE
Adjust the selected part.
. ‘
ViR
\ 7
o il
\.AI v
P
 When R(Right) is selected When U(Up) is selected
3

e s Sl e S
W

& FE==29

When L(Left) is selected When D(Down) is selected
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Point Convergence Adjustment

After you have aligned all three colors with the static and dynamic
adjustments, use the point convergence to touch up any mis-conver-
gence that would be difficult to do by way of dynamic adjustments.

NUTE- RSN F MR SRR

« Since the point mﬁvergence function'i |s optional for the MultiSync
6PG XTRA, you néed to install the Point Convergence board and
set to activate the point cenvergence for the MultiSync 6PG XTRA.
See page 66 for this procedure.’ ~ '~/

« Point convergence should only be done as a last resort. Use the
dynamic geometry controls to correct any large convergence
errors. Qver adjusting point conwergence may degrade the
projector’s performance

* Point cnnvergenceéshould on ly be done for the red and blue test
patterns, never the'green. _f,

Proceed as follows:
() Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

® Use the CURSOR A or ] button to highlight the “4/CONVER- — ADJUST -
GENCE?” line. Press ENTER to display the “CONVERGENCE” 17/ SIGNAL ENTRY
menu. You can also select the “CONVERGENCE” menu directly 2 /] FOCUS
by pressing the INPUT “4” button. "3 1 ALIGNMENT
* "6/R, G, B GAIN" is not included in stand alone adjust menu.
! WHITE BAL
! R,G,B GAIN
/! HOUR METER
/! PASSCODE
{ OPTION

OO,

@ Use the CURSOR A or /] button to select the “8/POINT™ line.
Press ENTER. You can also select directly the point convergence - CON VTE RGENCE -
by pressing the INPUT “8” button. EIOLW SKEW
» The CROSS-COARSE test pattern will be automatically AMPLITUDE

displayed and the point adjustment will be displayed.

1/

2/

3/

4 /{f LINEARITY
NOTE: The “POINT" édmstment can be also displayed by : 5 PIN-CUSHION

7 /

8 /

LINEAR-BAL
POINT

KEY-STONE
pressing the PUINT button on ,thgjuif function remote control.

(@ Press the R or B button to display the CRT to be aligned with the
Green pattern.

* You can turn on or off each CRT beam (R, G and B) separately.
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adlgust w1th the R amd B buttons | | CONVERGENCE

-POINT-
CRT - R - | |

HOT E: Always be: aware of what colar the Dn~screen CRT e
Idisplay is:sh wmg s{R G, B). If that color's test pattern is tum
off,. any adjustmem to that color dlsplays the “THIS CDLOH I=
v NOT APPL?CABLE” message o

(® Use the CURSOR buttons to move the cursor to the point to be
adjusted.

* Pressing the CURSOR [S button moves the cursor to the right.
Pressing the CURSOR K button moves the cursor to the left.
Pressing the CURSOR [A] button moves the cursor to the top.
Pressing the CURSOR [ button moves the cursor to the
bottom.

(@ Hold down the CTL button then use the CURSOR buttons to
ahgn the Red or Blue pattem with the queen pattern.

|
.-
N

Repeat steps @ to (D) for the othier CRTs if necessary.

® To end this adjustment, press END.

* Whenever END is pressed, the menus will sequence in this
order: :

“CONVERGENCE” menu — “ADJUST” menu — Source
screen ‘

+ If the “RETURN USER MODE?” menu appears, use the
CURSOR KJor Hbutton to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode. RETURN USER MODE?

NO

ltems to select

*YES ... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.

eNO ... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.
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White Balance Adjustment
Adjusts the white balance.

PR D

Proceed as follows:
(D Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(@ Use the CURSOR [Al or M button to highlight the “5/WHITE-
BAL” line. Press ENTER to switch to the “WHITE BALANCE”
adjustment. You can also select the “WHITE BALANCE”
adjustment directly by pressing the INPUT “5” button.

* The “WHITE BALANCE” adjustment can be also displayed by
using the KELVIN button on the full function remote control.
* “6/R, G, B GAIN” is not included in stand alone adjust menu.

(3 Hold down the CTL button then select the CRT you wish to
adjust with the R, G and B buttons.

(@ Use the CURSOR buttons to adjust the white and the black level.
» The CURSOR {3 button increases the white level.
The CURSOR K] button decreases the white level.
The CURSOR [A] button increases the black level.
The CURSOR [/ button decreases the black level.

® Repeat steps "@'to @T‘fo;r, the other CRTS if necessary.

® To end this adjustment, press the END button.

» Whenever the END button is pressed, the menus will sequence
in this order. '
“ADJUST” menu — Source screen

+ If the “RETURN USER MODE?” menu appears, use the
CURSOR K or 3 button to select either “YES” or “NQ” and
then press ENTER. This will exit the ADJUST mode.

- ADJUST -

1/ SIGNAL ENTRY
2/ FOCUS

3/ ALIGNMENT

4 /| CONVERGENCE
6 / R,G,B GAIN

7 / HOUR METER

8 / PASSCODE

9 / OPTION

WHITE BALANCE

CRT - R -
w 60%
Ba C10%

items to select

*YES ........ When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.

*NO ... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.

RETURN USER MODE?
NO




ADJUSTMENT

R, G, and B Gain Adjustment

Adjusts the input level of the signal.

Proceed as follows:

Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

@ Use the CURSOR N or [/ button to highlight the “6/R, G, B ‘
GAIN” line. Press ENTER to display the “R, G, B GAIN”
adjustment screen. You can also select the “R, G, B GAIN”
adjustment sc’J;ree’q'directly by pressing the INPUT “6” button.

- ADJUST -
1/ SIGNAL ENTRY
2 / FOCUS

3/ ALIGNMENT

4 f CONVERGENCE.
5 / WHITE BAL ..
6
7
8
9

6 / R,G,B GAIN
/ HOUR METER
/! PASSCODE

/ OPTION

(@ Hold down the CTL button then select the CRT you wish to '
adjust with the R, G, and B buttons. R,G,B GAIN

@ Use the CURSOR buttons to adjust the level of the input signal. " CRT - R -
« The CURSOR [, Al button increases the input level.
» The CURSOR K, Mbutton decreases the input level.

v ., 80%

® Repeat steps 3 and @ for other input signals if necessary.

To end this adjustment, press END.
» Whenever the END button is pressed, the menus will sequence
in this order:
“ADJUST” menu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR KJor Hbutton to select either “YES” or “NO” and
then press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
' NO

ltems to select ro,

* YES ......... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.

*NO .......... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.
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ADJUSTMENT

Checking and Setting the Running Time

The projector will give you the amount of operating time.
Proceed a follows:

(@ Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

@ Use the CURSOR [ or [/ button to highlight the *7/HOUR
METER?” line. Press ENTER to display the “HOUR METER”
screen. You can also select the “HOUR METER” screen directly
by pressing the INPUT “7” button.

* The sixth item is “6/HOUR METER” in stand alone adjust
menu,

Items to select
*PJ RUNNING TIME ,
The amount of operating time of the projector.
* GRT RUNNING TIME
The amount of operating time of CRT.
* USER PJ RUNNING TIME
The amount of operating time of the projector. User resetable.
« USER CRT RUNNING TIME
The amount of operating time of CRT. User resetable.

1
2
3
4
5
6
7

8
9

ADJUST -

{ SIGNAL ENTRY
/! FOCUS

/ ALIGNMENT

/| CONVERGENCE
/! WHITE BAL

/{ R,G,B GAIN

/

/

/

HOUR METER

PASSCODE
OPTION

How to reset the nser projector or CRT running time:
1) Use the CURSOR buttons to select the item and then press
ENTER.
+ The “USER PJ RUNNING TIME RESET?” or “USER
CRT RUNNING TIME RESET?” menu is displayed.

2) Use the CURSOR K or [Hbutton to select either “YES” or
“NO” and then press ENTER.

HOUR METER

PJ RUNNING TIME
kkkkH  ckkM

CRT RUNNING TIME
kEckkH  kekM

dokkkH  skkM

USER CRT RUNNING TIME
- kK kckH % kM

{tems to select
«YES ... The time will be reset
*NO ........... The time will not be reset

+ The display will be returned to the “HOUR METER” screen.
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ADJUSTMENT

® To exit the HOUR METER display, press END, "0
~ + Whenever the END button is pressed, the menus w111 sequence
in this order:
“ADJUST” menu — Source screen
» If the “RETURN USER MODE?” menu appears, use the
CURSOR Kor Slbutton to select either “YES” or “NO” and

then press ENTER. This will exit the ADJUST mode. | RETURN USER MODE?
‘ NO

ltems to select

*YES ... When you try to enter the ADJUST mode again,
you wili need to re-enter your passcode.

*NO ........... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.
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To prevent any unauthorized operation or mis-adjustment, the

projector is equipped with a passcode option. If your passcode has

not been entered correctly, the “ADJUST” menu will not be dis- Co
plziyed. When the ADJUST button is pressed, and no passcode has

been entered, the “PASSCODE?_” screen is displayed. Enter your
passcode. _ TR

To do this, proceed as follows

(@ Press the ADJUST button.
« The “PASSCODE?” screen is displayed.

@ Enter the four digit passcode you have already registered by
using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk appears
under the “PASSCODE?” message.

PASSCODE?

2) After you have finished entering the four digit passcode, press ‘ 5 skoskook
ENTER. ‘

Tyouvhav made an emr; fpress the NDRMAL huﬁon 110

3) If the entered passcode is correct, the “ADJUST” menu is
displayed.

® Proceed to each adjustment and setting.
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PASSCODE
Registering Passcode

When the projector is shipped from the factory, no passcode is
registered. If you want to use the passcode option, you must register
a passcodé.

To register a new passcode, proceed as follows:

(D Press the ADJUST button.
» The “ADJUST” menu will be displayed.

(® Use the CURSOR [N or [/ button to highlight the “8/
PASSCODE” line. Press ENTER to display the “PASSCODE”
menu. You can also select the “PASSCODE” menu directly by
pressing the INPUT “8” button.

*» The seventh item is “7/PASSCODE” in stand alone adjust

- DJUST -
1

2

3

4

menu. 5
' 6

7

8

9

A

! SIGNAL ENTRY
/| FOCUS ‘
IALIGNMENT

/] CONVERGENCE
! WHITE BAL

/! R,G,B GAIN

/| HOUR METER

/! PASSCODE

/

OPTION

® Use the CURSOR [N or [V button to select “ENTRY”. Press
ENTER to display the “NEW PASSCODE?” menu. You can also - PASSCODE -

select the “NEW PASSCODE?” menu directly by pressing the 1/ ENTRY - i

"INPUT “1” button.

2 / DISABLE"

(@ Enter a four digit passcode using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “NEW PASSCODE?” message.

| NEW PASSCODE?

2) Once you have finished entering your four digit passcode,
press ENTER to store the code.

3) If the passcode has been entered correctly, the “CONFIRM
NEW PASSCODE?” menu will be displayed.
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PASSCODE

® Enter the new passcode agam :
1) Each time you press the INPUT button, an asterisk will
appear under the “CONFIRM NEW PASSCODE?” message.

2) Once you have finished entering the new four digit passcode, . CONFIRM NEW PASSCODE?

press ENTER.

3) If the entered p‘ass‘code is correct, the “CHANGE
PASSCODE COMPLETE!!” message will be displayed.

® To complete, press the END button.

* When the END button is pressed once, the “RETURN USER
MODE?” menu will be displayed. Use the CURSOR K or

button to select either “YES” or “NO” and then press ENTER. RETURN USER MODE?
This will exit the ADJUST mode. \ NO

ltems to select

*YES ........ When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.

*NO........... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.
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PASSCODE

Changing Your Passcode

To change your passcode, proceed as follows:

(1) Press the ADJUST button.
» The “PASSCODE?” screen will be displayed.

(2-Enter the four digit current passcode using the “1” through “0”
buttons. Press ENTER.
» The “ADJUST” menu will be displayed.

(® Use the CURSOR [ or M button to highlight the 8/
PASSCODE” line. Press ENTER to display the “PASSCODE”
menu. You can also select the “PASSCODE” menu directly by
pressing the INPUT “8” button.

* The seventh item is “7/PASSCODE?” in stand alone adjust
menu.

(® Use the CURSOR A or [/ button to select “1/ENTRY”. Press
ENTER to display the “CURRENT PASSCODE?” menu. You
can also select the “CURRENT PASSCODE?” menu directly by
pressing the INPUT “1” button.

(® Enter the four digit passcode (the current passcode) using the “1”
through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “CURRENT PASSCODE?” message.
2) Once you have finished entering the four digit passcode, press
ENTER.

3) If the entered passcode is correct, the “NEW PASSCODE?”
screen will be displayed.

NUTE If the passcade is not correct ‘the “WARNWG \DIFFEH-
ENT PASSGDDEH” message is d;splayed You wm be reqmred &
to enter the correct current passcode. -

ADJUST -

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/ CONVERGENCE
/ WHITE BAL

/ R,G,B GAIN

/ HOUR METER
(8 / PASSCODE |
1

9

1
2
3
4
5
6
7
8

OPTION

~ PASSCODE -
1/ ENTRY

2 /] DISABLE

CURRENT PASSCODE?
Hokockk
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PASSCODE

(® Enter a new passcode using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “NEW PASSCODE?" message.

2) Once you have finished entering the four digit new passcode, !

press ENTER.

NOTE: If you have made an error, press the NORMAL button to
delete the asterisk “x”, Then re-enter the correct passcode. To
delete all the entered digits, hold down the CTL button then
press the NORMAL button. o

3) If the passcode has been entered correctly, the “CONFIRM
NEW PASSCODE?” menu will be displayed.

~NOTE:f the passcode is not entered correctly, the “WARMING
PASSCGQEH" messag
enter the new passcb {e cormet;ily‘

i

(7 Enter the new passcode again using the “1” through “0” buttons.
1) Each time you press the INPUT button, an asterisk will
appear under the “CONFIRM NEW PASSCODE?” message.
2) Once you have finished entering the four digit new passcode,
press ENTER.

~press the: NBRMA‘L button

3) If the entered passcode is correct, the “CHANGE
PASSCODE COMPLETE!!” message is displayed.

NOTE: If the passcode is not entered carret:tlé, the “WARNING
DIFFERENT PASSCODE!H" message is msplayed You wm be
requiifed;to enter the hew, passcode correctly.s

To complete, press the END button.
» Whenever the END button is pressed, the “RETURN USER
MODE?” menu will be displayed.
Use the CURSOR K or (3 button to select either “YES” or
“NO” and press ENTER. This will exit the ADJUST mode.

NEW PASSCODE?

il be diﬁplayed Yoir are required to- i

CONFIRM NEW PASSCODE?

rF0 cg_g press the NORMAL button to -
ecorrect passcode Tn*i

ltems to select

*YES ... When you try to enter the ADJUST mode again,
you will need to re-enter your passcode.

*NO.......... When you try to enter the ADJUST mode again,
you will not need to re-enter your passcode.

RETURN USER MODE?
NO
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' PASSCODE
Canceling Your Passcode |

To cancel the passcode, proceed as follows:
(D Press the ADJUST button and then enter your passcode.
*» The “PASSCODE?” screen will be displayed.

(@ Enter the four digit“cg;réﬁi passcode using the “1” through “0”
buttons and then press ENTER,
» The “ADJUST” menu will be displayed.

(® Use the CURSOR [A or I button to highlight “8/PASSCODE”.

- ADJUST -
Press the ENTER button to display the “PASSCODE” menu. 17 SIGNAL ENTRY
You can also select the “PASSCODE” menu directly by pressing 2 /] FOCUS
the INPUT “8” button. 3 /7 ALIGNMENT
» The seventh item is “7/PASSCODE” in stand alone adjust 4 /| CONVERGENCE
menu. 5 / WHITE BAL
6 / R,G,B GAIN
7/ HOUR METER
9/ OPTION
(@ Use the CURSOR i or M button to select “2/DISABLE”. Press
ENTER to display the “CURRENT PASSCODE?” menu. You ] ;’ ‘é?‘igs DE -

can also select the “CURRENT PASSCODE?” menu directly by
pressing the INPUT “2” button.

2 /| DISABLE

(® Enter the four digit passcode (the current passcode) using the “1”
through “0” buttons.
1) Each time you press the INPUT button, an asterisk will

appear under the “CURRENT PASSCODE?” message. CURRENT PASSCODE?
2) Once you have finished entering the four digit passcode, press ke sk ok sk
ENTER.

- NOTE: if you have made an error, press the NORMAL butten to

- delete the asterisk “+”. Then re-enter the correct passcode. To
delete all the entered digits, hold down the CTL button then
press the NORMAL button.

3) If the entered passcode is correct, the “PASSCODE DIS-
ABLE?” menu will be displayed.

“NOTE: If the passcode is. not correct, the “WARNING DIFFER-

ENT PASSCODE!!" message will be displayed. You will be o
"required to enter your correct passcode.
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PASSCODE

® Use the CURSOR R or Sbutton to select either “YES™ or “NO”
and then press ENTER.

Items to select
* YES ......... When selecting “YES”, the current passcode will

be canceled. You will not be required to re-enter

2
your passcode when you press the ADJUST button PASSCODE DISABLE?

NO

to re-enter the ADJUST mode.
*NO........... When selecting “NO”, the current passcode will
remain in effect.
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SETTING

Displaying the Various Setting Features

You can v1e?w some of the Sf:mng features and check to make sure SETTING VIEW
that the settings are appropriate. AUTO POWER ON MODE  INACTIVE
To disol o g 0 hold d WARM-UP MODE INACTIVE
‘ ur 1, ho [ ‘
I ;I) Fd(l)sp ay setting features on the screen, own CTL and press AUTOMATIC DATA STORE  DISABLE
T 1" - the displ END PHOSPHOR SAVER OFF
o eliminate the display, press .
. Py, p SIGNAL SWITCHING SOUND
MUTE ON
PICTURE
The parameters cannot be changed on the SETTING VIEW screen MUTE ON

shown on the right.
For changing parameters of the setting features, refer to the follow-
ing pages.
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SETTING

Connecting to the Switcher

This setting explains how the projector is used with the ISS-6010/
ISS-6010G Switcher.

(@ Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

® Use the CURSOR [ANor [/ button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION" menu directly by pressing the INPUT “9”
button.
» The eighth item is “8/OPTION" in stand alone adjust menu.

ADJUST - )
/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/ CONVERGENCE
/| WHITE BAL

/ R,G,B GAIN

/ HOUR METER
/| PASSCODE

/ OPTION

(® Use the CURSOR A or [/ button to highlight the “1/SETTING

MODE?” line. Press ENTER to display the “SETTING MODE” — OPTION —

; , 1/ SETTING MODE
menu. You can also select the “SETTING MODE” menu directly 2/ MENU MODE
by pressing the INPUT “1” button. 3 /] SEQUENCER

4 / PJ ADDRESS
5/ VERSION

Use the CURSCR [ or [/l button to select the “CONNECT

PO1 OPTION ~SETTING MODE -
CONDITION” item, then press ENTER to display the “CON- STANDALONE
NECT CONDITION” menu. ASTIG OUTPUT CEILING
T —— , . FRONT
DEGAUSS
POINT CONVERGENCE ENABLE

S-VIDEO: MODE SELECT S2
VIDEO MODE SELECT AUTO

(® Use the CURSCR A or [/ button to select your desired connec-
tion condition of Switcher and press ENTER.
» The “RE-START 7" prompt is displayed after setting of the

CONNECT CONDITION

connection condition is modified from the current status to your STANDALONE
desired condition. SW1 LEVEL

Sw2 LEVEL

+

ltems to select
* STAND ALONE ... The projector used in stand alone operation.

|« SW 1 LEVEL ... The projector used with one Switcher.
- » SW 2 LEVEL ........ The projector used with two or more
Switchers.
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SETTING

® Use the CURSOR ‘K or 3 button to select either “YES” or “NO”.

and press ENTER.

| ltems 1o select
*YES ... Restart the projector. RE-START?
*NO ... Does not restart the projector. ; NO

NOTE: The selected connection.condition becomes sffective
only after the projector is restarted.

@ To exit, press the END button.
» Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu —> “Adjust” menu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR & or Sjbutton to select “YES” or “NO” and then

press ENTER. RETURN USER MODE?
NO
ltems to select

*YES ......... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO .......... When you tty to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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SETTING

ASTIG OUTPUT

This function allows you to reverse the astigmatic polarity. ASTIG
output depends on the projector installation. Select the appropriate
item according to the installation condition. Changing the ASTIG
OUTPUT setting automatically degausses the CRTs.

Proceed as follows:

(D Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(@ Use the CURSOR [Aor [/ button to highlight the “9/OPTION"
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

» The eighth item is “8/OPTION” in stand alone adjust menu.

@ Use the CURSOR [N or [ button to highlight the “1/SETTING
MODE?” line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

@ Use the CURSOR [ or A button to select the “ASTIG OUT-
PUT” item, then press ENTER to display the “ASTIG OUTPUT
MODE” menu,
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ADJUST -
SIGNAL ENTRY
FOCUS
ALIGNMENT
CONVERGENCE
WHITE BAL
R,G,B GAIN
HOUR METER
PASSCODE
OPTION

T e T e e

:@@Nmm&@hﬂ-ﬂl

- OPTION -

(1 / SETTING MODE]
2/ MENU MODE

3/ SEQUENCER

4/ PJ ADDRESS

5/ VERSION

PO1 OPTION - SETTING MODE -
CONNECT CONDITION STANDALONE
CEILING
FRONT
DEGAUSS
POINT CONVERGENCE ENABLE

S-VIDEO MODE SELECT S2

VIDEQO MODE SELECT AUTO




SETTING

® Use the CURSOR or M button to select one of the four
projector installation types and press ENTER.

Items to select ASTIG OUTPUT MODE
* CEILING/FRONT .. Ceiling mounting type and front projection CEILING/REAR

* CEILING/REAR .... Ceiling mounting type and rear projection FLOOR/FRONT

* FLOOR/FRONT..... Desk top type and front projection ; FLOOR/REAR

* FLOOR/REAR........ Desk top type and rear projection

To complete, press the END button.
« Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu — “ADJUST” menu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR [ or Hbutton to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

RETURN USER MODE?

NO
ltems to select
*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
*NO...ocee. When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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SETTING

This function lets you demagnetize the CRTs. This must be done
immediately after the projector is installed.
To execute, proceed as follows:

Press the ADJUST button to display the “ADJUST” menu.
+ The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(& Use the CURSOR A or [/ button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

« The eighth item is “8/OPTION" in stand alone adjust menu.

ADJUST -

/ SIGNAL ENTRY
/! FOCUS

I ALIGNMENT

/ CONVERGENCE
/! WHITE BAL

/I R,G,B GAIN

/! HOUR METER
/| PASSCODE

{ OPTION

[<JOO "N OO B WN = |

@ Use the CURSOR (A or M button to highlight the “1/SETTING

- OP -
MODE?" line. Press ENTER to display the “SETTING MODE” 1 S 0 NG MODE
menu. You can also select the “SETTING MODE” menu directly : "2 | MENU MODE
by pressing the INPUT “1” button. 3/ SEQUENCER

4 / PJ ADDRESS
5/ VERSION

@ Use the CURSOR A or [/ button to select the “DEGAUSS™ item, | PO1 OPTION — SETTING MODE —

then press ENTER to display the “DEGAUSS START?” menu. CONNECT CONDITION STANDALONE
MBTE The SETTING MODE has’ three menus, The "DEGAUSS" - ASTIG OUTPUT CEILING
) item'is pn the first menu: (P01). Toaccess P02 or P03 from-
P01, pfess and. hold downthe CTL hurttcm then press the M@ .
buttﬂnnm refurn to P01 fmm P02 or Pﬁﬂ press and nuld down ‘ POINT CONVERGENCE ENABLE
the CTL buﬁan then press the @button ' ' SVIDEO MODE SELECT 82
VIDEO MODE SELECT AUTO
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SETTING

® sk the CURSOR Kor Sjbutton to select either 'YES” or “NO”

and press ENTER.

DEGAUSS START?
IMPORTANT: Use this function only once after instal lmg the NO
projector. -~

Also, when the projector’s configuration has changed using th‘
“ASTIG OUTPUT" menu, the CRTs will be d\emagne’tlzed ‘
autornatically.

ltems to select
*YES ... Demagnetizes the CRTs.
*NO ........... Does not demagnetizes the CRTSs.

To complete, press the END button.
* Whenever the END button is pressed, the menus will sequence
in this order: :
“OPTION” menu — “ADJUST” meiu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR [ or Hbutton to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
NO

Items to select
*YES ....... When you try to enter the ADJUST mode the next
.. time, youwill need to re-enter your passcode.
*NO ... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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SETTING

Point Convergence

Activate the point convergence function after installing the point
convergence board.

- NOTE: You need to install the optional Point Cnn\:iergence board for
"thig BPG XTRA. This function should always bé eénabled for the 9PG
XTRA.

To activate the point convergence, proceed as follows:

(D Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 32 for the explanation of the PASSCODE.

® Use the CURSOR [N or [/ button to highlight the “9/OPTION"
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION" menu directly by pressing the INPUT “9”
button.
* The eighth item is “8/OPTION” in stand alone adjust menu.

A

/! SIGNAL ENTRY
/! FOCUS

/I ALIGNMENT

/! CONVERGENCE
/{ WHITE BAL

/! R,G,B GAIN

/! HOUR METER
/| PASSCODE

[ OPTION

(30 ~1 O &N =]

@ Use the CURSOR [ or [/ button to highlight the “1/SETTING

- OPTION -
MODE?" line. Press ENTER to display the “SETTING MODE” 1/ SETTING MODE
menu, You can also select the “SETTING MODE” menu directly 2 {f MENU MODE
by pressing the INPUT “1” button. 3/ SEQUENCER

4 / PJ ADDRESS
5 f VERSION

Use the CURSOR [N or [l button to select the “POINT CON-

PO1 OPTION - SETTING MODE -
VERGENCE” item, then press ENTER to display the “POINT CONNECT CONDITION STANDALONE
CONVERGENCE” menu. ASTIG OUTPUT CEILING
'NOTE: The SETTING MODE has three menus. The “POINT FRONT
DEGAUSS

'CONVERGENCE” menu is on the first menu (P0T). To access
P02 or P03 from P01, press and hold down the CTL button then
press the Mbutton; to return to P01 from P02 or P03, press -
and hold down the CTL button then press the 24 button.

ENABLE
S-VIDEO MODE SELECT 2
VIDEO MODE SELECT AUTO
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SETTING

® Use the CURSOR A or [/ button to select either “ENABLE” or
“DISABLE" and then press ENTER,

Items to select
| * ENABLE ... The point convergence will be activated.
« DISABLE .. The point convergence will be deactivated.

POINT CONVERGENCE
DISABLE

(® To end, press the END button.
» Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu — “ADJUST” menu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR K or Hbutton to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

| Items to select

*YES ......... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

L (¢ I When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.

RETURN USER MODE?
NO
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SETTING

S-Video Mode Selection

This function is used to select the S-video signal detection mode.
This allows identifying of the S-video signals with different aspect
ratio: squeeze or full mode(16 : 9) and letter box (4 : 3) signals,
To set, proceed as follows:

(@ Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

® Use the CURSOR A or [/ button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT *9”
button. .
+ The eighth item is “8/OPTION” in stand alone adjust menu.

(® Use the CURSOR [y or M button to highlight the “1/SETTING
MODE" line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

Use the CURSOR [ or [/ button to select the “S-VIDEO MODE
SELECT” item, then press ENTER to display the “S-VIDEO
MODE SELECT” menu.

NOTE: The SETTING MODE has three menus. The “S-VIDEQ
MODE SELECT™ menu is on the first menu (P01). To access
P02 or P03 from P01, press and hold down the CTL button then
press the {7 button; to return to PO1 from PD2 or P03, press
and hold down the CTL button then press the A button.
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5
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SETTING

(® Use the CURSOR [N or [/} button to select one of the three items:

52, S1, and OFF, and then press ENTER.

{tems to select

S2 .. Identifies squeeze and letter box signals.
ST, Identifies a squeeze signal only.

OFF v Does not identify any S-video signal.

| S-VIDEO MODE SELECT

S1
OFF

® To end, press the END button.

» Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu — “ADJUST” menu — Source screen

« If the “RETURN USER MODE?” menu appears, use the
CURSOR K& or S button, tﬁselect either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

ltems to select
* YES ......... When you try to enter the ADJUST mode the next
‘ time, you will need to re-enter your passcode.
*NO ........... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.

RETURN USER MODE?
NoOo

NOTEg B
« The input:signal:must be compatfble with the $2/81 MODE ™

Refer 10 the ajser manué{ mcluded W|th the connected eqmp-

ment for more’ mfmma“tson .

« The identi ification function may not work correctly with a non-
compatible signal. If this happens, select "DFF” from the “S-

" VIDEQ MODE SELECT" memn. .
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Video Mode Selection

This function is used to select the NTSC 3.58, NTSC 4.43, PAL or
SECAM video standard.

To select any one of the video standards, proceed as follows:

(@ Press the ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(@ Use the CURSOR [ or M button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION" menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

* The eighth item is “8/OPTION” in stand alone adjust menu.

3 Use the CURSOR [N or [/ button to highlight the “1/SETTING
MODE?” line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT *“1”" button.

3 Use the CURSOR A or [ button to select the “VIDEG MODE
SELECT” item, then press ENTER to display the “VIDEO
MODE SELECT” menu.

NOTE: The SETTING MODE has three menus. The “VIDEO
“ MODE SELECT” menu is on the first menu (P01). To access”
P02 or P03 from P01, press and hold down the CTL button then
press the [ button; fo return to P01 from P02 or P03, press
and hold down the GTL button then press the [ button.
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SETTING

(® Use the CURSOR [ or ) button to select either “AUTO” or
“MANUAL” and then press ENTER.

When selecting “AUTO”
One of the video standards is selected automatically and is
displayed in the SOURCE INFORMATION screen.

VIDEO MODE SELECT

AUTO

MANUAL

Video Modes

*NTSC3.58 ............ Indicates the NTSC3.58 video standard

*NTSC4.43 ............ Indicates the NTSC4.43 video standard

*PAL o Indicates the PAL video standard

¢ SECAM ..., Indicates the SECAM video standard
{oRGB ..o Indicates the RGB mode

« Select “AUTO” in normal operation.

‘When selecting “MANUAL?”

The “MANUAL MODE SELECT” menu will be displayed. Use

the CURSOR [Al or M button to select the preferred video mode
and then press ENTER.

| MANUAL MODE SELECT

ltems to select

| « NTSC3.58 Switches to the NTSC3.58 mode
*NTSC4.43 Switches to the NTSC4.43 mode
«PAL ........ Switches to the PAL mode

* SECAM .... Switches to the SECAM mode

NTSC 3.58

NTSC 4.43
PAL
SECAM

» Select “MANUAL” when connecting to poor quality signal or

non-standard signals such as video games.

NOTE: The brogector mﬁy notvj‘uncﬁo‘h correctly with a mono-
chrome signals in the AUTO mode.

To complete, press the END button.

» Whenever the END button is pressed, the menus will sequence

in this order:
“OPTION” menu — “ADJUST” menu — Source screen

« When your passcode is in effect, the “RETURN USER
MODE?” menu is displayed. If this happens, use the
CURSOR K or S button to select either “YES” or “NO” and
press ENTER.

RETURN USER MODE?
NO

ltems to select

time, you will need to re-enter your passcode.

*YES ... When you try to enter the ADJUST mode the next

«NO ... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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Default Input Selection

You can set the projector to default to any one of its inputs each time
the projector is turned on.
Proceed as follows:

(@ Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

@ Use the CURSOR [ or [/ button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

» The eighth item is “8/OPTION" in stand alone adjust menu.

@ Use the CURSOR [ or [ button to highlight the “1/SETTING
MODE” line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

@ Use the CURSOR A or M button to select the “DEFAULT
INPUT SELECT” item on Page 2, then press ENTER to display
the “DEFAULT INPUT SELECT” menu.

NOTE: The SETTING MODE has three menus. The “DEFAULT

~INPUTSELECT™item'is on the second menu(P02). To access
P02 from PO1, press and hold down the CTLibutton then press
the [ buttorrto'Teturn to P01 from P02, press and hold down.
the CTL buttan then pressthe 7y button.
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SETTING

(® Use the CURSOR [Al or M button to select either “LAST” or
“DEFAULT” and press ENTER.
» Selecting “LAST” completes setting. Go on to step (0.
» Selecting “DEFAULT” displays the “Default input” screen. Go
on to step ®.

ftems fo select

*|AST ... Sets the projector to default to the previous last
active input each time the projector is turned on.
Note: An input must be active for a minimum of 10
minutes before it is recognized as the last active
signal.

« DEFAULT . Displays the same source input every time the
projector is started up.

(® Use the CURSOR [N or i/ button to select an input and then press
the ENTER button.

When used in stand alone operation:

The default inpur screen will be displayed.

Use the CURSOR A or [ button to select “VIDEO”, “RGB”, or
“S-VIDEO” and press ENTER.

When used with a single Switcher:

The “MASTER” slot menu will be displayed.

Use the CURSOR [ or /) button to select the desired slot
number “1” through *“10(0)” and then press ENTER.

When used with two or more Switchers:

The “MASTER” and “SLAVE” slot number menu will be
displayed.

Use the CURSOR & or M button to select the master slot number
first and then select the slave slot number “1” through “10(0)”.
Press ENTER. Cor

DEFAULT INPUT SELECT
{ LAST |
DEFAULT

RGB
S-VIDEO

MASTER

| SLOT-01 |

SLOT-02

SLOT-03

SLOT-04

SLOT-05

SLOT-06

SLOT-07

SLOT-08

SLOT-09

SLOT-10
MASTER SLAVE
HEEEN [ SLOT-01 |
SLOT-02 SLOT-02
SLOT-03 SLOT-03
SLOT-04 SLOT-~-04
SLOT-05 SLOT-05
SLOT-06 SLOT-06
SLOT-07 SLOT-07
SLOT-08 SLOT~08
SLOT-09 SLOT-09
SLOT~-10 SLOT-10
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@ To complete, press the END button.
* Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu — “ADJUST” menu — Source screen

« If the “RETURN USER MODE?" menu appears, use the
CURSOR & or B button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
_ ES NO
Iltems to select

1*YES ... When you try to enter the ADJUST mode the next

time, you will need to re-enter your passcode.
*NO ... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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Auto Power ON Mode Setting

The AUTO POWER ON MODE is a convenient way to start up the
projector without pressing the POWER button. You can turn the

projector on and off by supplying AC power to the projector.
To do this, proceed as follows:

(D Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(@ Use the CURSOR [N or (M button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

» The eighth item is “8/OPTION” in stand alone adjust menu.

(® Use the CURSOR [A or M button to highlight the “1/SETTING
MODE? line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT *1” button.

@ Use the CURSOR [ or [/ button to select the “AUTO POWER
ON MODE” item on Page 2, then press ENTER to display the
“AUTO POWER ON MODE” menu.

NOTE: The SETTING MODE has three menus. The “AUTO
POWER ON MODE” item is on the second menu (P02). To .
-access P02 from P01, press and hold down the CTL button then
' prass the [ button; to return to PO1 from P02, press and ho!d
,dawn the CTL button then press the [y button.

ADJUST -

/! SIGNAL ENTRY
/ FOCUS

I ALIGNMENT

/{ CONVERGENCE
/{ WHITE BAL

/{ R,G,B GAIN

/| HOUR METER
! PASSCODE

/ OPTION

oo SO bhwN = |

- OPTION -
2 /| MENU MODE
3/ SEQUENCER
4/ PJ ADDRESS
5/ VERSION

P02 OPTION - SETTING MODE -
DEFAULT INPUT SELECT  LAST
INACTIVE

WARM-UP MODE INACTIVE
PHOSPHOR SAVER OFF
SIGNAL SWITCHING SOUND
MUTE ON
PICTURE
MUTE ON
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@ Use the CURSOR [Aor ] button to select either “ACTIVE”, or
“INACTIVE” and press the ENTER button. ‘ )

ltems to seiect _ | AUTO POWER ON MODE
«INACTIVE. Normal operation setting. Power ON is accom- | INACTIVE |
plished through the rear panel or the POWER ACTIVE

button on the remote control.
* ACTIVE .... Bypasses rear panel power button (or the POWER
button on the remote control) to allow power ON

to be controlled by an AC switched outlet.

(® To complete, press the END button.
« Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menn — “ADJUST” menu — Source screen

« If the “RETURN USER MODE?” menu appears, use the
CURSOR K&Jor S button to select either “YES” or “NO” and

then press ENTER. RETURN USER MODE?
LY ES I
Items to select

YES ......... When you try to enter the ADJUST mode the next

time, you will need to re-enter your passcode.
*NO ..o When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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Warm-up Mode Setting

This function allows you to automatically warm up the projector for
about 15 minutes when the projector is turned on.
To set the Warm-up modg, proceed as follows:

(@ Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(2 Use the CURSOR [Aor M button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

» The eighth item is “8/OPTION” in stand alone adjust menu.

- ADJUST -~
1/ SIGNAL ENTRY
2/ FOCUS
3/ ALIGNMENT i
4 /| CONVERGENCE
5/ WHITE BAL
6 / R,G,B GAIN
7/ HOUR METER
8 / PASSCODE

/

Kl OPTION

(@ Use the CURSOR [/ or M button to highlight the “1/SETTING
MODE?” line. Press ENTER to display the “SETTING MODE™
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

- OPTION —
2/ MENU MODE
3/ SEQUENCER
41 PJ ADDRESS
5/ VERSION

Use the CURSOR A or i/ button to select the “WARM-UP
MODE” item on Page 2, then press ENTER to display the
“WARM-UP MODE” menu.

P02 OPTION ~SETTING MODE -
DEFAULT INPUT SELECT LAST
AUTO POWER ON MODE INACTIVE

NOTE: The SETTING MODE has three menus. The “WARM-UP INACTIVE
MODE” item is on the second menu (P02). To access P02 from PHOSPHOR SAVER OFF

P01, press and hold down the CTL button then press : SIGNAL SWITCHING SOUND

the [ button; to return to P01 from P02, press and hold down PICTURE
the CTL button then press the 7 button. MUTE ON
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(& Use the CURSOR A or M button to select either “ACTIVE” or
“INACTIVE” and press ENTER.

ltems to select

« INACTIVE. Displays the input source after the projector is
turned on.

« ACTIVE .... Activates the warm-up program after the projector
is turned on. The ALL WHITE test pattern will be
displayed. The projector starts counting down
from 15 minutes to 0.

WARM-UP MODE |

INACTIVE

ACTIVE

NOTE; To interrupt and cancel the warm-up cycle, press the \

ENDbutton. . ¢ i+ -

(® To complete, press the END button.
» Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu — “ADJUST” menu — Source screen
» If the “RETURN USER MODE?” menu appears, use the
CURSOR K or Sibutton to select either “YES” or “NO” and
then press ENTER.

ltems to select

| sYES ....... When you try to enter the ADJUST mode the next
‘ time, you will need to re-enter your passcode.

| #NO ........... When you try to enter the ADJUST mode the next
| time, you will not need to re-enter your passcode.

RETURN USER MODE?
NO
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Phosphor Saver Setting

This function allows you to safeguard the CRTs against burns by
shifting the image vertically and horizontally on the screen in the
regular intervals. This can pmlong the life of CRT of the projector.
To set the Phosphor saver, pﬁoceed as follows:

(@ Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

® Use the CURSOR [/ or M button to highlight the “9/OPTION” '
line. Press ENTER to display the “OPTION” menu. You can also - ADJUST -
select the “OPTION” menu directly by pressing the INPUT “9” ; ; § IGGCNUASL ENTRY
button. ) 3/ ALIGNMENT
» The eighth item is “8/OPTION in stand alone adjust menu. 4 /] CONVERGENCE
5/ WHITE BAL
6 / R,G,B GAIN
7/ HOUR METER
8 / PASSCODE
9 / O P TION
(® Use the CURSOR [Nor M button to highlight the “1/SETTING N
MODE?” line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly 2 /] MENU MODE
by pressing the INPUT “1” button. 3/ SEQUENCER
4 /] PJ ADDRESS
5/ VERSION
(® Use the CURSOR [N or Mbuiton to select the “PHOSPHOR
PO2 OPTION ~ SETTING, MODE -

SAVER” item on Page 2, then press ENTER to display the
“PHOSPHOR SAVER” menu.

DEFAULT INPUT SELECT LAST
AUTO POWER ON MODE INACTIVE

" j‘e SETTING MODE fas three menus. The “PHOSPHOR WARM-UP MODE INACTIVE
i cmthe secmd mem (P@?) Tﬁ accass Pﬂ? imm ‘ OFF
8.1 : SIGNAL SWITCHING SOUND
4 MUTE ON
\ ¥ PICTURE
the: GTL butto ;man pmss me @buttﬂn MUTE ON
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and press ENTER.

ltems to select | ' | pHOSPHOR SAVER
* OFF .......... Deactivates the PHOSPHOR SAVER function. oo . « " QFF -
*ON .o Activates the PHOSPHOR SAVER function. =

BilJTE When the on-screen display appears or you are in the , L
ad;ustment mode, this function is cancelled. This can cause the
source screen to be shifted. '

(® To.complete, press the END button. - - g e
» Whenever the END button is pmssed the rnenus will sequence
in this order:” * .. = .30 ‘

“OPTION” menu — “ADIU ST” menu — Source screen
«If the ¢ RETURN USER MOD]E‘?” menu appears, use the
CURSOR El” T Ebutton 10 select ercher “YES” or “NO” and

then press ENTER R ‘ \ RETURN USER MODE?
‘ = NO
Mtemstoselect - '

18 ADJUST mode the next

o ~time, you WI!'T neecﬁo re-enter your passcode.

*NO .o When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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, Signal Switching Mute Mode Setting

This function allows you to mi € picture and/@r sound during
mgnal switching. -

To set the Signal SWltchmg Mme mode proceed as follows:
(@ Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(2 Use the CURSOR [N or /| button to highlight the “9/OPTION;’

N line. Press ENTER to d1splay the “OPTION” menu. You can also

select the “OPTION™
button. [ P
« The eighth item 1§

menu dtrectly by pressmg the INPUT “9”

XTION"" in stand alone adjust menu.

@ Use the CURSOR [ or Mbutton to highlight the “1/SETTING
MODE?” line. Press ENTER to display the “SETTING MODE”
“menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button. . . ‘

@ Use the CURSOR [N or [ button to select the “SIGNAL

SWITCHING” item on Page 2, then press ENTER to display the |

“SIGNAL SWITCHING” menu.

NBTE The SETTiNG MODE has thrae menus. The “SIGNAL
SW!TCH%NB" menu is on the second menu (P02). To access
P02 from Pm press and hold'down the CTL button then press
the Ibmtcm to return to P01 from P02, press-and hold down
the CTL button then press the | Abutton.

1
2
3
4
-
6
7
8
)

ADJUST — ,
I SIGNAL ENTRY
/{ FOCUS e
I ALIGNMENT:

/| CONVERGENCE
! WHITE BAL

/{ R,G,B GAIN
IHDUR METER
{ PASSCODE

{ OPTION

- OPTION -

2/
"3 | SEQUENCER
4/
5/

MENU MODE

PJ ADDRESS
VERSION

Po2-
DEFAULT INPUT SELECT LAST
AUTO POWER ON MODE INACTIVE

WARM-UP MODE INACTIVE
PHOSPHOR SAVER OFF
SOUND
MUTE ON
PICTURE
MUTE ON

. OPTION . _,-SETTING MODE ~
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rd

cteither “SOUND™ory, .+ *"

“PICTURE” and press the ENTER button SIGN AL SWITCHIMG MUTE c
* The “SOUND MUTE” or “PICTURE MUTE” menu will be ‘ ON
displayed. PICTURE OFF

(& Use the CURSOR [A or /] button to select either “ON" or “OFF”

and then press ENTER
ltems to selen:t
MUTE ON ... Mutes a ptcture and/or sound during switching SOUND MUTE
signals. . . : -
MUTE OFF .. Qutputs a picture and/or sound during switching ‘ OFF
" signals.

(@ To complete this, press END.
» Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu —- “ADJUST” menu — Source screen

 If the “RETURN USER MODE?” mienu appears, use the
CURSOR K or [5 button to select either “YES” or “NO” and

then press ENTER: RETURN USER MODE?
NO

ltems to select
*YES ......... When you try to enter the ADJUST mode the next

time, you will need to re-enter your passcode.
*NO ........... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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Automatic Save Feature _

This feature allows. -you to select two ways to store settings; auto-
matically and manually..

After “ENABLE” is selected in the AUTOMATIC DATA STORE
menu, all projector seftings are siored in the projector's memory
automatically. To set the AUTOMATIC DATA STORE, proceed as
follows:

(D Press the ADJUST button to display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE section.

(@ Use the CURSOR [/ or Mbutton to highlight the “9/OPTION”
line and then press ENTER to display the “OPTION” menu. You
can also select the “OPTION” menu directly by pressing the
INPUT “9” button.

» The eighth item is “8/OPTION” in stand alone adjust menu.

ADJUST -

/ SIGNAL ENTRY
/| FOCUS ”
/ ALIGNMENT

/ CONVERGENCE
/| WHITE BAL

/ R,G,B GAIN

/ HOUR METER
/| PASSCODE

/ OPTION

@ Use the CURSOR [A or [ button to highlight the “1/SETTING

MODE? line. Press ENTER to display the “SETTING MODE" — OPTION -
. 1 / SETTING MODE
menu. You can also select the “SETTING MODE” menu directly

2/ MENU MODE
by pressing the INPUT *“1" burton. 3/ SEQUENCER
4 / PJ ADDRESS
5/ VERSION

@ Use the CURSOR A or [/ button to select the “AUTOMATIC

DATA STORE” item on Page 3, then press ENTER to display po3 OPTION - SETTING MODE -
the “AUTOMATIC DATA STORE” menu. DISABLE
s DIRECT ENTRY ACCESS DISABLE
i:hrge menus. The "AUTOMATIC‘ ASTIG ADJUSTMENT OFF
mem'l (?@3) TO access PGS N FOCUS EDGE MODE ALL

:n the CTL buttorithen press
‘ ? mi P@S pfess ami mm
uitcm then gress the'l§ bﬁttun twice

x
o
:
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“ENABLE” and then press ENTER.

ltems to select
* DISABLE .. Projector does not store the settings automatically.
» ENABLE ... Projector stores the settings automatically.

Automatic storing data is done when any one of the following

procedures is performed:

« Pressing the END button several times returns the adjustment
screen to the source screen.

« One input is switched to another.

. The pm]ector is turned fo

é i the AUT;OMATIC DATA "¢

‘un iess yau se!ect “’f,gsg n tjgeﬁé’smi%g ?” menu

a

¥ w e
—

® If the “RETURN USER MODE'?” me;m appears, use the
CURSOR lor IE button t0 select elther “YES” or “NO” and

ltems to select
* YES ......... When you try to enter the ADJUST mode the next

time, you will need to re-enter your passcode.
.. When you try to enter the ADJUST mode the next
you Will'nof G're-enter your passcode.

N
i
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| Direct Entry Access Setting .

i cthhe current input directly to one of
%x,o NO10 in the INPUT LIST.

This feature allows

MGTE To us“"”fﬁ'“‘”‘f‘“ﬁf’” '“*ﬁ’ﬁld’”ﬁ‘”“ﬁﬁ’the CTL buttcm and presg oﬁe’ | |

OHHB*]“NPU:P*bUH@ﬂS*BMfﬁSﬁGﬂGtﬂB te%hefmputﬂumber
To set this feature, proceed as follows:

(1) Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(@ Use the CURSOR [A or [ button to highlight the “9/OPTION"" ‘
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

* The eighth item is“‘8/OPTION” in stand alorie adjust menu.

@ Use the CURSOR [A or [ button to highlight the “1/SETTING
MODE” line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

(@ Use the CURSOR [Nor [/button to select the “DIRECT ENTRY
ACCESS” item on Page 3, then press ENTER to display the
“DIRECT ENTRY ACCESS” menu.

NB?E The SETTING MODE has three menus. The “DIRECT
ENWY ACCESS" item is on the third menu (P03).

‘To access P03 from PO1, press and hold down the CTL button
th‘en, press the [ button twice; to return to P01 from Ppﬂ , press
and hold down the CTL button then press the [ button twice.

(OPTION |

ADJUST - T
SIGNAL - ENTRY: -
-FOCUS uo
ALIGNMENT
CONVERGENCE
WHITE BAL
R,G,B GAIN:
HOUR METER
_PASSCODE

ONOULE WR S|
~ R

N ©

ot

- OPTION -
2/ MENU MODE
3/ SEQUENCER
4/ PJ ADDRESS
5/ VERSION

P03 OPTION ~SETTING MODE -
AUTOMATIC DATA STORE ~ DISABLE

DISABLE
ASTIG ADJUSTMENT OFF
FOCUS EDGE MODE ALL
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“ENABLE” and press ENTER.

DIRECT ENTRY ACCESS -

 ltems to select :

ENABLE

* DISABLE .. An error message will appear at the bottom of the . —
screen and the signal is not switched when one of ‘

the INPUT buttons is pressed with CTL.

» ENABLE ... The signal is switched to the corresponding signal
when one of the INPUT button is pressed with
CTL.

(® To complete this, press END.
* Whenever the END button is.pressed, the menus will sequence .
in this order. : cow
“OPTION” menu — “ADJUST“ menu — Source screen

« If the RETURN USER MODE ? menu appears, use the
CURSOR @ or lbutton 1o select mther “YES” or “NO” and

press ENTER This w1ll exit Lhe ADJUST mode. | RETURN USER MODE?
NO

ltems tn seiect
*YES ... When you try ‘to enter the ADJUST mode the next

When you ty to ntar e ADJUST mode the next
you will not need to re-enter your passcode.
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| ASTIG Adjustment

This function is 1

To set this function, proceed as follows:

(D Press the ADIUST but[on to d1spiay the “ADJUST” menu.

ADJUST -

/! SIGNAL ENTRY
/ FOCUS

I ALIGNMENT

{ CONVERGENCE
/

/

/

/

/

'jyipressmg the INPUT “9”

. The elghth item is “8/OPTION" in stand alone adjust menu.

WHITE BAL
R,G,B GAIN
HOUR METER
‘PASSCODE '
OPTION

B~ O U A WN = |

(@ Use the CURSOR [N or i button to highlight the “1/SETTING

MODE? line. Press ENTER to display the “SETTING MODE” | -0 '0 TR
menu. You can also select the “SETTING MODE” menu directly 1/ “ -

2/ MENU MODE
3/ SEQUENCER
4/ PJ ADDRESS
5/ VERSION

by pressing the INPUT “1” button.

(#® Use the CURSOR [y or [/ button to select the “ASTIG ADJUST-

MENT” item on Page 3, then press ENTER to display the P03 OPTION ~SETTING MODE -
“ASTIG ADJUSTMENT” menu. AUTOMATIC DATA STORE  DISABLE

'NOTE: The SETTING MODE has three menus. The “ASTIG . DIRECT ENTRY ACCESS  DISABLE
USTMENT” item is on the third menu (P03). . OFF

cess PO3 from POT, press and hold down the CTL. button FOCUS EDGE MODE ALL

then | press ‘the (71 button twice; to return to Po1 from Pps press

and ho!d down the CTL buttori then press the | bmtan wice.
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and‘press' ENTER. B — —
o ' ASTIG ADJUSTMENT |

ltems 1o seiect ST SN RIS O - I R
*OFF.......... Astig Cross and Astig Corner adjustments are not.- |- T I LJON b

possible in FOCUS mode. ’ - A
*ON.......... Astig Cross and Astig Corner adjustments are

included in the focus menu. These adjustments are

passible in FOGUS mode. FOCUS MENU when OFF is selected

ho= FOCUS =

. FOGUS MENU hen ON s selected

SRR FOGUS—{ O A
i1 / CENTER E
2/ EDGE ALL
3/ ASTIG CROSS.
4 /| ASTIG CORNER

ithe menus will sequence

“OPTION” menu — “ADJUST” menu — Source screen

« If the “RETURN USER MODE?” menu appears, use the
CURSOR RQor Ebutton to select either “YES” or “NO” and" ’
» : DJUST mode. ) " RETURN USER MODE?

‘B nNo
« YES ."When you try 10 enter the ADJUST mode the next '
c ’ume you wrll need to re-enter your passcode.
*NO..........e. When you try to enter the ADJUST mode the next

time, you will not need to re-enter your passcode.
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modes one affec
other each CRT par tely:
.To set this, proceed as follows:

atterns at the sainc time and the

(D Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

@ "Use the CURSOR [A] or 7 bution To Highli; ght the “9/OPTION”

line.. Press ENTER to.display. thlef‘OPTION” menu. You can also " 7 -

seiect the “OP TION
button

* The exghth item is “SIOPTION” in stand alnne adjust menu.

irectly by pressing the INPUT “9”

@ Use the CURSOR [N or [/ button to highlight the “1/SETTING
MODE” line. Press ENTER to display the “SETTING MODE”
menu. You can also select the “SETTING MODE” menu directly
by pressing the INPUT “1” button.

(@ Use the CURSOR [ or M button to select the “FOCUS EDGE
MODE?” item on Page 3, then press ENTER to display the
“FOCUS EDGE MODE” menu.

"PASSC@BE
OPTION

- OPTION -
2/ MENU MODE

3/ SEQUENCER
4/ PJ ADDRESS

5§ / VERSION

P03 OPTION - SETTING MODE -
AUTOMATIC DATA STORE DISABLE
DIRECT ENTRY ACCESS DISABLE

ASTIG ADJUSTMENT OFF
ALL
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“SEPARATE” and press - FOCUS EDGE MODE
- ALL .
'SEPARATE

Items to select
L -1 I Affects all of the CRTs at the same time
| « SEPARATE ........... Affects each CRT separately

® To complete, press the END button. Ve
*» Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu — “ADJUST” menu — Source screen
e Ifthe’ “RETURN USER MO E‘?” menu appears, use the

/RETURN USER MODE?._
NO
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| On-screen Display Mode Setting

There are two modes of operanons for the on-screen display. With
AUTO mode, the isplay will automatically switch off
after ten second JAL mode, the display must be
‘manually tumed off with
remote control each tlme it appcars

Proceed as follows:

(D Press the A}DJUS button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

@ Use the CURSOR [Ajor [ button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION" menu directly by pressing the INPUT “9”
button.

* The eighth item is “8/OPTION” in stand alone adjust menu.

(® Use the CURSOR [Aor [/ button to highlight the “2/MENU
MODE” line. Press ENTER to display the “MENU MODE"

menu. You can also select the “MENU MODE” menu directly by ”

pressing the INPUT “2” button.

(®) Use the CURSOR [A or [/ button to highlight the “MESSAGE
MODE” item.

Press ENTER to display the “MESSAGE MODE” menu.

2
[

’

DISPLAY button on the full function® " -

A

/ SIGNAL ENTRV
/| FOCUS

/I ALIGNMENT
/! CONVERGENCE
/! WHITE BAL-

/! R,G,B GAIN
/HOUH METER
| PASSCODE

/| OPTION

Locb-wcnmhq:u-nl

- OPTION =7

1./ SETTING MODE
2 / MENU MODE
3/ SEQUENCER
4/ PJ ADDRESS
5/ VERSION

OPTION - MENU MODE -

AUTO 10 SEC
MESSAGE COLOR COLOR
DATE, TIME DISPLAY DATE : ON

DATE : MWDD/YY DAY :OFF
TIME : 24HOUR TIME : ON

DATE, TIME PRESET
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“MANUAL" and press ENTER.

ltems to select Do e
*AUTO ....... The on-screen menu display appears when the TR AT S T
buttons on the remote control, or the controls on.. | : :
the rear panel are pressed. The on-screen display
will turn off at a preselected time.
The OFF TIME is specified in seconds up to a
maximum of 10 seconds. .
Select your desired time (3-10 seconds) from tne:,,_‘: )
OFF TIME menu. ’
'« MANUAL . The on-screen menu display appears when the
buttons on the remote control, or the controls on
the rear panel are pressed. The display will be
turned on and off whenever the DISPLAY button is
pressed. If no button operation is made for 20
minutes or more, the on-screen message will A e T T T e
automatically turn off.

MESSAGE MODE

g8 AUTO S

® To erid‘this rfnd&e,'presé thé END button ’ I R
« When the’END bntten is pressed the menus w111 sequence in
thisordet: ¢ ; .
“OPTION * menu — ADJUST” menu — Source screen
« If the “RE ‘ USER MODE"” menu appears, use the
CURSOR B R or (S button to select either “YES” or “NO” and

RETURN USER MODE?
NO

| Items to select
* YES ......... When you try to enter the ADJUST mode the next
‘ ..time, you will need to re-enter your passcode.
When youtry:to:enter the ADJUST mode the next |
vill'not need to re-enter your passcode. -
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On-screen Display Color Setting

You can select two color modes (full color, or green only) for the
color of the on- }1 as menus, or messages
Proceed as follow '

@ Press the ADJUST button to dlsplay the “ADjUST” menu. G il an Dy
« The projector may ask you to enter your pasScode.
- See page 52 for the explanation. of the PASSCODE.

@ Use the CURSOR [ or / button to highlight the “9/OPTION”

line. Press ENTER to display the “OPTION” menu. You can also iA E ‘Ijé" 3 ; L— ENTRY
select the “OPTION" menu directly by pressing the INPUT “9” 1. FOCUS.

button.

« The eighth item is “8/OPTION” in stand alone adjust menu.,

ICONVERGENCE’X
/ WHITE BAL" .
“I'R)G/,B GAIN

/ HOUR METER .

./ PASSCODE . ...
/ OPTION

Bleovon -h';:m:;fm - |

® Use the CURSOR [ or [ button to highlight the “2/MENU "t w0 i
MODE?” line. Press ENTER. to display the “MENU MODE” = ‘ i
menu. You can also select the “MENU MODE” menu directly by /
pressing the INPUT “2” button. 3 J 3 EQUE N CER
4 / PJ ADDRESS
5/ VERSION
Use the CURSOR Al or [/ button to highlight the “MESSAGE
COLOR” item. OPTION - MENU MODE -
Press ENTER to display the “MESSAGE COLOR” menu. MESSAGE MODE AUTO 10 SEC
COLOR
DATE, TIME DISPLAY DATE : ON
DATE : MW/DD/YY DAY :OFF
TIME : 24HOUR TIME : ON
DATE, TIME PRESET
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“GREEN“ and press ENTER.

Items to select

* COLOR .... The on-screen characters will be displayed in
color.

* GREEN ..... The on-screen characters will be displayed only in
green.

“OPTION” menu: - “ADJUST” ‘menu — Source screen
o If the “RETURN USER MODE"” mienu appears, use the

ST mode.

| MESSAGE COLOR

GREEN

*YES ....... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO ........... When you try to enter the ADJUST mode the next

time you wm not nEed to re-enter your passcode.

RETURN USER MODE?
NO
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Date, Time Display Setting

The current year, month, date and time are displayed on the top of
the screen. e
Proceed as folloi

(@ Press the ADJUST button to display the “ADJUST” menu.
« The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

O Use the CURSOR [A or M button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION" menu. You can also

select the “OPT ION” menu dlrectly by pressing the INPUT “9™.

button.

« The eighth item I TION”, in stand alone adjust menu.

5n1'to highlight the “2/MENU
ay the “MENU MODE”

menu. You can also se]lect the “MENU MODE” menu directly by

pressing the INPUT “2” button.

@) Use the CURSOR [A or M button to highlight the “DATE, TIME,
DISPLAY” item. Press ENTER to display the “DATE, TIME
DISPLAY” menu.

(& Use the CURSOR A or [ button to select any one of the three
items: DATE, DAY, and TIME. Then press ENTER.

A .
/ SIGNAL ENTRY

/ Focus
/' ALIGNMENT' |
/ CONVERGENCE
/| WHITE BAL
/' R,G,B GAIN

/" HOUR METER

/| PASSCODE

/

OPTION -

1/ SETTING MODE. .
2 / MENU MODE
3/ SEQUENCER
4 | PJ ADDRESS
5] VERSION
OPTION - MENU MODE -
MESSAGE MODE AUTO 10 SEC
| MESSAGECOLOR COLOR
, DATE:: ON
DATE : MM!DDIYY _ DAY :OFF

" DATE, TIME PRESET

* TIME'¥ 24HOUR '/ © © TIME :ON -

DATE,TIME DISPLAY

EXSE on
DAY OFF

TIME ON
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When selecting “DATE”
Use the CURSOR [A or [ button to select any one of the three
formats: MM/DD/YY, MONTH/ DD/YY, or OFF from the
“DATE DISPLAY” menu and press ENTER.

ltems to select

* MM/DD/YY .......... s the date in month/day-of-month/year
format,

* MONTH/DD/YY ....1s the date in month (not in Arabic numer-
als)/day-of-month/year format,

SOFF ot e D‘oes not display the date.

W When selecting “DAY”

Use the CUilSOR A gr@ button tQ select euhﬁr “ON” or “OFF” -

Use the CURSOR Nor Mbutton 1o sélect any one of the three
items: HH/MM/SS AM/PM, HH/MM/SS 24 HOUR, or OFF
from the “TIME DISPLAY”” menu and press ENTER.

thieti m*e i h’*‘o"ﬁrs!mmutesfseconds/am/

pm’ iormat
« HH:MM:SS 24 HOUR:... IS tne time.in hours/minutes/seconds/24-
- - - hour format

¢ OFF oo, Doesnotdlsplaythetlme

® To end this mode, press END.~ . ..
» Whenever the END button i is pressed me menus will sequence
in this order:
“OPTION” menu — “ADJUS \erii'—3 Source screen
« If the “RETURN USER MODE°” menu appears, use the
CURSOR K] or Hbutton to select either “YES” or “NO” and
~ press ENTER. This will exit the ADJUST mode.

ltems to select
L OYES v, When you try to enter the ADJUST mode |
the next time, you will need to re-enter your
-+ = passcode. |
oNO . cvviveer. WhEMYoU try to enter the ADJUST mode
theﬁﬁeit time, you will not need to re-enter, "
your passcode.

DATE DISPLAY

MM/DD/YY

MONTH/DD/YY

OFF

DAY DISPLAY

e
SE R

OFF

| TIME:DISPLAY -

 HH:MM:SS AM/PM |

HH:MM:SS 24HOUR
"OFF '-

RETURN USER MODE?
NO
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Entering Date and Time

You can enter-the year; date and time to display them on the screen.
Proceed as follows: .

@ Press the ADJUST button to display the “ADJUST” menu.
* The projector may ask you.to enter. your patssjcode.
See page 52 for the explanation of the PASSCODE.

@ Use the CURSOR [ or [/ button to highlight the “9/OPTION™
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION” menu directly by pressing the INPUT “9”
button.

.. * The eighth item is *8/OPTION” in stand alone adjust menu.

@ Use the CURSOR A or [ button to highlight the “2/MENU
MODE?” line. Press ENTER to display the “MENU MODE”
menu. You can also select the “MENU MODE” menu directly by
pressing the INPUT “2” button. -

@ Use the CURSOR [ or [/ button to highlight the “DATE, TIME
PRESET” item. Press ENTER to display the “DATE, TIME
PRESET” menu.

ADJUST - " oo
SIGNAL ENTRY
FOCUS ,
ALIGNMENT ;
CONVEHGEMCE
WHITE BAL
R,G,B'GAIN"
HOUR"METER
PASSCODE. .
OPTION

mmﬂm:mammel

"~ OPTION = :
“f /" SETTING-MODE
- 8. SEQUENCER
4 / PJ ADDRESS
5 / VERSION i

OPTION - MENU MODE -
MESSAGE MODE AUTO 10 SEC
MESSAGE COLOR COLOR
DATE, TIME DISPLAY DATE : ON

DATE : MWDD/YY DAY :OFF

TIME : 24HOUR TIME : ON
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® Usg INPUT buittons-to.enter the year, month, day; hour;’ mmmte nal e

and second and press ENTER.

* Pressing the END button will turn off the “DATE, TIME
PRESET?” screen and the screen will return to the “MENU
MODE” menu.

» If you made an error in entering data, press the END button to
return to the “MENU MODE” menu, then start again.

® To end this mode, press END.
« Whenever the END button'is pressed, the menus will sequence
in this order: R :
“OPTION” men‘u —-> “ADJUST” menu — Source screen
o If the' “RETURN USER MODE"” menu appears, use the
CURSOR - Zor IE Ibutton to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

DATE,TIME PRESET
DATE (MM/DD/YY)
__I__I__(MON)
TIME (HH:MM:SS)

&n'you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO .......... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.

RETURN USER MODE?
NO

NOTE: The projector has:a.buit-in elock. The clock will keep:
‘working-forabout three-days after. the main pewer is tirned-off.
Afthe main power i§ not SGppliedes e p‘rojét;lmr for three days
or.-more; the bullt“mﬁtﬂot?k?may resst. If the buift-in clock resets,
se‘t the date and time-again. The buittéin clock-will not reset
while in:the standby condition.
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SETTING
Auto Sequence Setting

You can program the projector to change sources.
To do this proceed as follows:

(@ Press the ADJUST button 1o display the “ADJUST” menu.
* The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(@ Use the CURSOR QN or [/ button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION” menu. You can also
select the “OPTION" menu directly by pressing the INPUT “9”
button.
= The eighth item is “8/OPTION" in stand alone adjust menu.

A

/I SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

{ CONVERGENCE
{ WHITE BAL

/! R,G,B GAIN

{ HOUR METER
/| PASSCODE

/[ OPTION

=30 N OO N b WN = |

@ Use the CURSOR [N or M button to highlight the “3/SE-
QUENCER” line. Press ENTER to display the “SEQUENCER” - OPTION -
menu, You can also select the “SEQUENCER” menu directly by ; ; :IIELTJ NMGO g‘ EO DE
pressing the INPUT “3” button. 3/ SEQUENCER

» The “SEQUENCER” screen will be displayed. 4 / PJ ADDRESS

5/ VERSION

(@ Use the CURSOR K or ¥ button to select the “EDIT” and press oPTION . SEQUENCER -
ENTER. P01
* This will bring you to the “EDIT” mode, and a program line is NO INPUT TIME SMTWTFS
highlighted. 01 #™M-10 S-01  12:00:00 xOOOOOX
L . 02 M-02 S-02 14:00:00 xOOC0O0x%
03  M-01 §-02 x00000 x
tems to select 64 WAIT 00:10:00
* START ..... Executes the program. 05 M-01 S-01 xO0000X
06 WALT 00:20:00
*EDIT ........ Corrects or creates the program data. 07 LOGP 03 COUNT 05
08 M-D2 S-02  15:50:00 xQ0O000X
09 P-OFF 18:00:00 xOOCCOX
10 P-ON 09:00:00 xOOOOOX
START
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®- “Use the CURSOR WMot Ibutmn tea iughhght the hne tei
and press ENTER.
 The Program menu is displayed. NO INPUT TIME SMTWTFS

OPTION’ - SEQUENCER -.

M-02 S-02 14:00:00
03 M-01 S-02 xO0000 x
04 WAIT © 00:10:00
05 M-01 S-01 X OCO00 X
06 WAIT 00:20:00

| 67 LOOP 03 COUNT 05
08 M-02 S-02 15:50:00 xXO000CX%

09 P-OFF 18:00:00 xO00O0X
l 10 P-ON 09:00:00 xOO000O0X
START
(® Use the CURSOR [A] or M button to highlight the desired item
and press ENTER.
WAIT
ltems to select | GOTO
« INPUT ...... Enter new data. | LOOP
« WAIT ....... Retains the current condition for a specified time. :-g ?F
* GOTO....... Jumps to the selected line INSERT
* LOOP....... Executes the LOOP operation. ; DELETE
« P-ON ....... Programs to turn on the power at the desired time.
e P-OFF ...... Programs to turn off the power at the desired time.
* INSERT .... Inserts the selected line and moves down the
following lines.
|« DELETE ... Deletes the selected line and moves up the
‘ following lines.
M Selecting “INPUT” - :
When using in stand alone apphcatlon
1) Use the CURSOR [&or 8 button to select “INPUT” and press WAIT
ENTER. GOTO
. < LOOP
+ The “VIDEO/RGB/S-VIDEO” terminal menu is displayed. | p-oN
P-OFF
INSERT
DELETE
2) Use the CURSOR A or [ button to select either “VIDEQ",
“RGB", or “S-VIDEO” and press‘ENT]ER.
« The “TIME” input screen is displayed. RGB .
" S-VIDEO =
3) Enter the startmg time using INPUT buttcms and press
ENTER. - T
« Type the time in hours (24 hours), minutes, and seconds ‘ TIME __:__: __—l
+ If you have made an error in the input of numbers, press the ‘
END button to return to the “VIDEQ/RGB/S-VIDEO”

terminal menu then start from step 2).
» The “WEEK SELECT” screen will appear.
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4) Use the CURSOR (A or [/ button to select any day of the
week, then selcqt either “YES” or “NO” with ENTER.
« When “DAILY” selected, the entire week is changed to
“YES”.
» When “END” is selected, the current setting is saved.
» To retumn to Step 3), press the END button. In that case, the
changed setting is invalid.
. NOTE: Typing 99:99:99 in the time input menu will execute the
ﬁmgram immediately. (See the examples in the “WAIT” section
ﬁm page 103)

When using with a single 1SS-6010/1SS-6010G Switcher:

1) Use the CURSOR Al or M button 1o select “INPUT™ and press
ENTER.
* The “MASTER” menu will be displayed.

2) Use the CURSOR [Aor [ button to select the input slot
number of the Switcher and press ENTER.
» The “TIME” input screen will be displayed.

3) Enter the starting time usmg INPUT buttons and press
ENTER.
+ Type the time in hours (24 hours), minutes, and seconds.
« If you have made an error in the input of numbers, press the
END button to return to the “MASTER” menu then start
from step 2).
» The “WEEK SELECT” screen will appear.

4y Use the CURSOR .or Ibutton to select any day of the
week, then select either vn‘YES” or “NO” with ENTER.
« When “DAILY" selected, the entire week is changed to
“YES”.
* When ‘:‘END” is Seleébed, the current setting is saved. »
= To return to Step 3), press the END button. In that ca;se, the
changed setting is invalid.

NOTE: Typ g 89:99:33 Tn the fime Input ment will execute: ﬂie ‘af,« .

l;pmgram 1mmediately (See the examp!es in the “WAIT” secman
on page 103) B

WEEK SELECT

[ DAILY |
SUN NO
MON  YES
TUE YES
WEN  YES
THU YES
FRI YES
SAT NO
END

WAIT
GOTO
LOOP
P-ON
P-OFF
INSERT
DELETE

MASTER
[ SLOT-01 |
SLOT-02
SLOT-03
SLOT-04
| sLOT-05
SLOT-06
SLOT-07
SLOT-08
SLOT-09
SLOT-10

—_— e Y I

{TiME

WEEK.SELECT

L DALY
SUN NO
MON ~ YES -
TUE YES
WEN YES
THU YES
FRI . YES
SAT -~ NO '
s "END oL &
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When using with two or more 158-6010/1SS-6010G Switchers:
1) Use the CURSCR [A or M button to select “INPUT” and press |
ENTER. ‘ WAIT
GOTO
¢ The “MASTER” and “SLAVE" menu will be displayed. LOOP
P-ON
P-OFF
INSERT
DELETE
2) Use the CURSOR A or [ button to select the input slot
number of the master Switcher from the “MASTER” menu
and press ENTER. ‘ SLOT-02
SLOT-03
| SLOT-04
SLOT-05
SLOT-06
SLOT-07
SLOT-08
SLOT-09
SLOT~10
3) Use the CURSOR [N or M button to select the input slot
. w " MASTER SLAVE
number of the slave Switcher from the “SLAVE” menu and ‘
press ENTER. SLOT-02 SLOT-02
» The “TIME” input screen will be displayed. : - or-0s : poTes
SLOT-05 SLOT-05
SLOT-06 SLOT-086
SLOT-07 SLOT-07
SLOT-08 SLOT-08
SLOT-09 SLOT-09
SLOT-10 SLOT-10
4) Enter the starting time using INPUT buttons and press
ENTER.
» Type the time in hours (24 hours), minutes, and seconds. TIME i -
» If you have made an error in the input of numbers, press the
END button to return to the “SLAVE” menu then start from
step 2).
» The “WEEK SELECT” screen will appear.
5) Use the CURSOR [N or i/ button to select any day of the
week, then select either “YES” or “NO” with ENTER. | WEEK SELECT
* When “DAILY” selected. the entire week is changed to ' | NO
“YES". S MON YES
* When “END” is selected, the current setting is saved. LUEEN :Eg
* To return to Step 4), press the END button. In that case, the, THU YES
changed setting is invalid. FRI YES
e - SAT NO
NOTE: Typing 99:99:99 in the time input menu will execute the END
program immadiately. (See the example in the following “WAIT"
section.}
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SETTING

M Selecting “WAIT*

1) Use the CURSOR [N or i/ button to select “WAIT™ and press
ENTER.
* The “TIME” input screen will be displayed.

2) Type the waiting time using the INPUT buttons and press
ENTER.
*» Type the time in hours, minutes, and seconds.
+ If you have made an error in the input of numbers, press the
END button to return to the Program menu on step 1), then
start again.

Example:

When the following program is set, the display as shown on the
right will appear:

First line:Select VIDEO, then type “99:99:99” in the TIME input
screen, then select “DAJILY” in the WEEK SELECT menu for
“INPUT”.

Second line:Select type “00:20:00” in the TIME input screen for
“WAIT”. L

Third line:Type “99:99:99”, then select “DAILY™ for “P-OFF”.
When this program starts, the input signal will change to VIDEQ
immediately. Then, the current condition will be retained for 20
minutes.

Finally, the power will be turned off.

The “WAIT” function is used to execute the command immedi-
ately.

INPUT

GOTO

Loop

P-ON

P-OFF

INSERT

DELETE

IT‘lME ~_“:___:___]
OPTION - SEQUENCER -
POt
NO INPUT TIME SMTWTFS
01 VIDEO OOCCO00
02  WAIT 00:20:00
03 P-OFF COCOO00
04
05
06
07
08
09
10
EDIT
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SETTING

M Selecting “GOTO”

1) Use the CURSOR A or Mbutton to select “GOTO” and press
ENTER.
« The “GOTO” input screen will be displayed.

2) Enter the scan number line to which you want to jump to
using the INPUT button and press ENTER.
» If you have made an error, press END to return to the
Program menu, then start again.
» The “SEQUENCER” screen will be restored to its last
setting.

B Selecting “LOOP”

1) Use the CURSOR A or [ button to select “LOOP” and press
ENTER.
¢+ The “LOOP/COUNT” input screen will be displayed.

2) Enter the number of the destination line (LOOP) and the
number of the loop times (COUNT) in this order using the
INPUT button and press ENTER.

» If you have made an error, press END to return to the
Program menu, then start again.

» The “SEQUENCER” screen will be restored to its last
setting.
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INPUT
WAIT

| GOTO
LOOP
P-ON
P-OFF
INSERT
DELETE

fcoTto _

INPUT
WAIT
GOTO

| LooP |
P-ON
P-OFF
INSERT
DELETE

[Loop _

COUNT __ |




SETTING

M Selecting “P-ON”

1) Use the CURSOR A or [ button to select “P-ON” and press
ENTER.
+ The POWER ON input screen will be displayed.

2) Enter the POWER ON TIME you wish to turn on the projec-

tor using INPUT buttons and press ENTER.

« Type the time in hours (24 hours), minutes and seconds.

+ If you made an error, press END to return to the Program
menu, then start again.

NOTE 1: Typing 99:99:99 in. the:ti’rﬁé}inpﬁ%fimfenu will execute
the program immeédiately’

NOTE 2: The:P:ON command is available‘only when the
_projector.1s.011.(in.the.standby.condition) ‘

The P-ON command is ignored if set in the first line. In this
case, the program will start its execution from the second line. -

M Selecting “P-OFF”

1) Use the CURSOR [Aor (M button to select “P-OFF” and press
ENTER. .
» The POWER OFF input screen will be displayed.

2) Enter the POWER OFF TIME you wish to turn on the
projector using INPUT buttons and press ENTER.
.+ Type. 1he_> time in hours (24 heurs) mmutes and seconds.
« If you'made an error, press END to retum to the Program
menu, then start again.

NOTE: Typing 99:99:99 in the time-input menu will execute the
program immediately. (Seé the example i the “WAIT” section
o page 103)

INPUT
WAIT
GOTO
LOOP

[ P.ON |
P-OFF
INSERT
DELETE

TIME __:__:__||

INPUT
WAIT
GOTO
LOOP
P-ON

P-OFF |

INSERT
DELETE

[TiME __
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SETTING

M Selecting “INSERT”

1) Use the CURSOR A or Mbutton to select “INSERT” and

press ENTER. INPUT
WAIT
GOTO
LOOP
P-ON
P-OFF
DELETE
2) Use the CURSOR [ or M button to select where you wish to OPTION . SEQUENCER -
insert a vacant line and press ENTER. PO1
+ The highlighted line will be switched to a vacant line and NO INPUT TIME SMTWTFS
th s o : : ! X OO X
the original line(s) will be moved down. 02 M0z 502 18:00:00 KOOO0OK
03 M-01 S-02 x Q0000 %
04 WAIT 00:10:00
05 M-01 S-01 x 00000 %
06  WAIT 00:20:00

07 LOOP D3 COUNT 05
08 M-02 S-02 15:50:080 xOO0000OX

09 P-OFF 18:00:00 x0O0000X
10 P-ON 09:00:00 xDOQ0OCOX
START
M Selecting “DELETE”
1) Use the CURSOR [Ajor M button 10 select “DELETE” and
press ENTER. INPUT
WAIT
GOTO
LOOP
P-ON
P-OFF
INSERT
2) Use the CURSOR [Alor [ button to select the line you wish OPTION . SEQUENCER -
to delete and press ENTER. PO1
* The selected line will be deleted and the following line(s) NO INPUT TIME SMTWTES
will be moved up. *x 00000 X
‘ 02 M-02 S-02 . 14:00:00 xO0000X
03 M-01 S-02 x 00000 %
04  WAIT 00:10:00
05 M-01 S-01 *x 00000
06  WAIT 00:20:00
07 LOOP 03 COUNT 05
08 M-02 S-02 15:50:00 xOO000Xx
09 P-OFF 18:00:00 xOO0COX
10 P-ON 09:00:00 XxO0000X
START
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SETTING

@ PmssingtheEND button Wilﬂl -exit the “EDIT” mode- . OPTION - SEQUENCER - -
Select “START” and press ENTER to execute the program. Po1
* The “*EXECUTING NO. XX*” will appear during program NO INPUT TIME SMTWTFS
execution. When the program is finished, the “*SEQUENCER 0y Moe el XSoo3ex
END*” message will appear for about five seconds. 03  M-01  S-02 *x00COOX
04  WAIT 00:10:00
To cancel the program, hold down the CTL button then press 05 M-01 S-01 *xO0000 x
“ 1] . 06 WAIT 00:20:00
END. The “*SEQUENCER MANUAL END*" will appear for 07 LOOP 03 COUNT 05
about five seconds. 08 M-02 S-02 15:50:00 xO0000X
09 P-OFF 18:00:00 xOQO0O0OX
10 P-ON 09:00:00 x00000X
EDIT

To end this mode, press the END button.
* Whenever the END button is pressed, the menus will sequence
in this order:
“SEQUENCER” screen (No highlighted line) — “ADJUST”
menu — Source screen
» If the “RETURN USER MODE?” menu appears, use the
CURSOR K or 5 button to select either “YES” or “NO” and

then press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
NO
Items to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO.......... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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[ Address Setting

Each projector needs its own unique address in the case of a serial
connection of projectors. Up to 64 addresses can be set.
Proceed as follows:

(D Press the ADJUST button to display the “ADJUST” menu.
» The projector may ask you to enter your passcode.
See page 52 for the explanation of the PASSCODE.

(2 Use the CURSOR [Aor [/ button to highlight the “9/OPTION”
line. Press ENTER to display the “OPTION" menu. You can also
select the “OPTION" menu directly by pressing the INPUT *“9”
button.

« The eighth item is “8/OPTION” in stand alone adjust menu.

ADJUST -

/ SIGNAL ENTRY
/ FOCUS

/ ALIGNMENT

/ CONVERGENCE
/ WHITE BAL

/ R,G,B GAIN

/ HOUR METER
/| PASSCODE

(9 / OPTION |

(3@ Use the CURSOR [N or [ button to highlight the “4/PJ AD-

DRESS” line. Press ENTER to display the “ADDRESS” screen. ; IO SETTING MODE
You can also select the “ADDRESS” screen directly by pressing 2 / MENU MODE
the INPUT “4” button. 3/ SEQUENCER
4 /
/

PJ ADDRESS

VERSION

Enter the address number using the INPUT button and press

§ . OPTION
« If you have made a mistake, press END to return to the “OP- I A
TION” menu, then start again. ‘ -PJ ADDRESS-
‘ 01 (01-64)

NOTE: Enter the address number “01” when only one projector
is used. ‘ '
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SETTING

& Tocomplete, press the END.bitton.
"+ Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION” menu — “ADJUST” menu — Source screen
» If the “RETURN USER MODE?” menu appears, use the
CURSOR K or S button to select either “YES” or “NO” and

press ENTER. This will exit the ADJUST mode. RETURN USER MODE?
NO

ltems to select

*YES ... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO........... When you try to enter the ADJUST mode the next
time, you will not need to re-enter your passcode.
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SETTING

| Projector Version Number B

This function lets you know the version for hardware and software
used in the projector.

To view the Version number, proceed as follows:

(D Press the ADJUST button to display the “ADJUST” menu. ADJUST
» The projector may ask you to enter your passcode. 1/ SIGNAL ENTRY
See page 52 for the explanation of the PASSCODE. 2 /] FOCUS
3/ ALIGNMENT
4 /] CONVERGENCE
5 /{ WHITE BAL
6 / R,G,B GAIN
7/ HOUR METER
8 / PASSCODE
9 / OPTION
(& Use the CURSOR AN or [/ button to highlight the “9/OPTION” OPTION
line. Press ENTER to display the “OPTION" menu. You can also 178 E‘T TING MODE
select the “OPTION” menu directly by pressing the INPUT *“9” 2 /] MENU MODE
button. 3/ SEQUENCER
» The eighth item is “8/OPTION” in stand alone adjust menu. 4 /| PJ ADDRESS
5/ VERSION
(3 Use the CURSOR [N or [/ button to highlight the “5/VERSION” oPTION
line. Press ENTER 10 display the “VERSION NUMBER” menu.
) - VERSION NUMBER -
You can also select the “VERSION NUMBER” menu directly by
HARDWARE VERSION 3.00
pressing the INPUT “5” button.
L SOFTWARE VERSION
* You will know what version number your applications software BIOS 3.00
i APPLICATION  3.00
and the projector are. DATA 3.00
SUB-CPU 2.00
» The “POINT” and “SWITCHER” items are available only when POINT 3.00
. ) SWITCHER 2.00
the point convergence is set to the ENABLE and the connect
condition to the SW 1 or 2 LEVEL.
(@ To complete this, press END.
» Whenever the END button is pressed, the menus will sequence
in this order:
“OPTION" menu — “ADJUST” menu — Source screen
« If the “RETURN USER MODE?” menu appears, use the
CURSOR Jor Hbutton to select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode. ‘ RETURN USER MODE?
| a3 nNo
ltems 1o select ,
*YES ......... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.
*NO......... When you try to enter the ADJUST mode the next

fime, you will not need to re-enter your passcode.

3-7-52



SETTING

Step Through Menu for Projector Set up

The “ADJUST” mode has a STEP THROUGH MENU. This is the
mode which the projector automatically guides you through the
adjustment items. The order is based on the Set-Up Procedure shown
on page 31.

Proceed as follows:

(D Press and hold the CTL button then press the ADJUST button to
display the “STEP THROUGH MENU".
» The projector may ask you to enter your passcode. See page 52
for the explanation of the PASSCODE.
« At the start “1/SIGNAL ENTRY" is highlighted.

@ Press ENTER at this moment to change the screen to the SIG-
~ NAL ENTRY menu. Perform a signal entry.
+ See the Signal Entry section on page 16 thru 23 for more
details.

(@ After finishing the Signal Entry, press END and the “STEP

THROUGH MENU” will return.

» The item “SIGNAL ENTRY" is flagged with an asterisk. The
highlighted indicator moves to the next item “FOCUS".

= Similarly, other finished items are flagged with an asterisk, The
highlight moves to the next item in order.

*» To go back to the previous item or to skip items, use the
CURSOR [N or M button to select the item.

(® To stop this mode, press END.
« The display will return to the source screen.
« If the “RETURN USER MODE?"” menu appears, use the
CURSOR K or S button 10 select either “YES” or “NO” and
press ENTER. This will exit the ADJUST mode.

z

STEP THROUGH MENU

FOCUS
ALIGNMENT
STATIC
CONVERGENCE
WHITE BAL
R,G,B GAIN
POSITION
PICTURE

Ty e Ty Ty T e e

2
3
4
5
6
7
8
S
*

tADJUSTMENT FINISH

STEP THROUGH MENU

/| SIGNAL ENTRY
/{ FOCUS

/ ALIGNMENT

! STATIC

/ CONVERGENCE
/! WHITE BAL

! R,G,B GAIN

/! POSITION

I PICTURE

Yoo m e whEs

tADJUSTMENT FINISH

-FOCUS-

1 i CENTER

2/ EDGE ALL

T

Items to select

* YES ......... When you try to enter the ADJUST mode the next
time, you will need to re-enter your passcode.

*NO.......... When you try to enter the ADJUST mode the next

RETURN USER MODE?
NO

time, you will not need to re-enter your passcode.
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________TIMING CHARTS
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Pre-set Signals R
The following signals have been set by factory.
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TIMING CHARTS'

Input Signal Refernce Chart

Separate Sync.
VIDEO | |
HORIZONTAL | C; D |-E |
i L
A
VIDEQO 1
VERTICAL C D E
A Syne. Polarity: Positive/Negative
Composite Sync.
] VIDEO l |
D
HORIZONTAL — £
L |
B
.._|.. A !
ﬁ II\I;IIBEBIIIIII1
._C | D I_E |
VERTICAL | ] ‘ | ]
B :
| A |
i
Sync. Polarity: Positive/Negative
Composite Sync. & Video (Sync. on Green)
HORIZONTAL VIDEO
B| | C D E
! A
" }| vipEo
VERTICAL | '
B 1 C 4
I i A

Sync. Polarity: Negative



TIMING CHARTS

Input Signal Timing

A B c | oD E Polarity
H us 31.8 3.8 1.6 26.1 03 +
IBM VGA 350
V'ms 14.3 0.06 1.72 11.53 0.99 -
Hus 31.8 3.8 1.6 26.1 0.3 -
IBM VGA 400
V ms 14.3 0.06 0.89 13.19 0.16 +
H us 31.78 2.76 1.6 26.29 1.13 -
IDTV
V ms 16.67 0.64 0.77 15.14 0.12 -
H s 28.57 212 3.17 21.16 212
Macintosh Il
V ms 15 0.09 1.1 13.71 0.09
Hus 31.8 38 1.6 26.1 0.3 -
IBM VGA 480
V ms 16.7 0.06 0.79 15.79 0.06 -
H ps 14.64 1.30 1.32 11.56 0.46
Macintosh Quadra
V ms 13.342 0.044 0.574 12.68 0.044
VESA 800 X 600 Hus 20.8 24 1.28 16.00 1.12
(72 Hz) V' ms 13.887 0.124 0479 | 12.510 0.722
VESA 1024 768 H us 20.677 2.092 2.462 15.754 0.369
(60 Hz) V ms 16.667 0.124 | 0.600 15.880 0.062

* IBM CGA, EGA and VGA are registered trademarks of International Business Machines Corporation.

* Apple is a registered trademark of Apple Computer Inc. Macintosh IT and Macintosh Quadra are trademarks of Apple Computer
Inc.

* VESA is an abbreviation for Video Electronics Standards Association.
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