PACKING

(1) XG-751
Packing Details 1

Service remote controlF

"RC-6321
(79644192)

Polyenthylens bag (cover) S'ASSY -

% Tape-fastened '
tCover (Rear) 24F27231
Bag, polyethylene  24MU0501

Remote control cable (16M) (73499217)

* Tape-fastened

* Tape-fastened

Protection bag
(12802142)

Service bag S'ASSY

% Tape-fastened

- Label petname (XG-751) 24152491
- Bag, polyethylene (270 * 370) 24806961
- Battery, dry cell SUM-3 68011007

- Power cord 70810772
- CSA safety caution (XG) 78036861
- Registration card (VSD} 78037171
- Installation manual G336 78408151
- Setup manual G336 78408161
- User's manual G336 78408171
- REM-T hand unit RC-6320 U 79644201
Spacer T {24MU0121)

Cardboard box
(24MU0331)

PJ main body

Notes) 1. When a pallet is used, it shall be absolutely free from bark and vermin.
2. Unit should be placed in a carton with its front orientated as shown above.
% The tape used shall be "Masking Tape 30MM * 18M (92203110) or equivalent.
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PACKING

Packing Details 2

The bar-code serial label (16761 791) , with necessary information printed, shall be abhered to the right side
of the cardboard box. (Contents of information printed shall conform to instructions by production Engineering

R

» 1985 C786* % »5 41
G -7 1

X o
[+ I3

UPC label
(24L37541)

Carton label
(241.37581)

@0

Bar-code serial label
(16761791)

Right side

« Stick the carton label to each marking part on the front, rear, right, and left sides. (Each label shall be
abhered to cover the area of (NS .)

« Give a marking to the model column on the right and left sides.

[1XG-1350 [IXG-1350G [IXG1350J
[IXG-1100 [XG-1100G IXG-1100J
[IXG-750 [IXG-750G CIXG-750J
HIXG-751 [OXG-751G OXG-7514
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PACKING

(2) XG~1101

Packing Details 1
Polyenthylens bag (cover) S'ASSY

Fz Tape-fastened

Cover (Rear) 24F27231
Bag, polyethylene  24MUO0501
Remote control cable (16M) (73499217)
* Tepe-fastened  gopice bag S'ASSY

* Tape-fastened
- Label petname (XG-1101) 241.52481
- Bag, polyethylene (270 * 370} 24806961

- Battery, dry cell SUM-3 68011007
- Power cord 70810772
- CSA safety caution (XG) 78036861
- Registration card (VSD}) 78037171
, ‘ - XG2 supplement (Focus) 78037471
Service remote control - Installation manual G336 78408151
RC-6321 - Setup manual G336 78408161
» (79644192) - User's manual G336 78408171
* Tape-fastened REM-T hand unit RC6320 U 79644201
Spacer T (24MU0121)

Protection bag
(12802142)

Y

2

PJ main body
| >

(24MU0131)

Cardboard box Ky
: O
(24MU1971) <«

Notes) 1. When a pallet is used, it shall be absolutely free from bark and vermin.
2. Unit should be placed in a carton with its front orientated as shown above.
% The tape used shall be "Masking Tape 30MM * 18M (92203110) or equivalent.
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PACKING

Packing Details 2

The bar-code serial label (16761791} , with necessary information printed, shall be abhered to the right side
of the cardboard box. (Contents of information printed shall conform to instructions by production Engineering

- WAy

[ I | Q [
X6 -1101

UPC label
(24L37531)

Carton label
(24L37571)

__(20)

Bar-code serial label
(167617¢1)

« Stick the carton label to each marking part on the front, rear, right, and left sides. (Each label shall be
abhered to cover the area of GRS .)

+ Give a marking to the model column on the right and left sides.

[IXG-1351 [IXG-1351G [IXG1351J
KIXG-1101 [IXG-1101G [IxG-1101J

11-4

Ry



PACKING

(3) XG-1351 Polyenthylens bag (cover) S'ASSY
Packing Details 1 * Tape-fastened
Cover (Rear) 24F27231

Bag, polyethylene = 24MUO0S501

Remote control cable (16M) (73499217)
* Tape-fastened

Service bag S'ASSY

* Tape-fastened
- Label petname (XG-1351)

L Battery, dry cell SUM-3
Power cord

- CSA safety caution (XG)
- Registration card (VSD)
- XG2 supplement (Focus)
- Installation manual G336
- Setup manual G336

Service remote contrul?

24152461

- Bag, polyethylene (270 % 370) 24806961

68011007
70810772
78036861
78037171
78037471
78408151
78408161
78408171

RC-6321 - User's manual G336
(79644192) L REM-T hand unit RC6320 U 79644201
% m

Tape-fastened Spacer T (24MU0121)

Protection bag

(12802142)

PJ main body

(24MU0131)

Cardboard box &
(2aMU1971) <e©

MNotes) 1. When a pallet is used, it shall be absolutely free from bark and vermin.
2. Unit should be placed in a carton with its front orientated as shown above.
% The tape used shall be "Masking Tape 30MM * 18M (82203110} or equivalent.
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PACKING

Packing Details 2

The bar-code serial label (167617931) , with necessary information printed, shall be abhered to the right side
of the cardboard box. (Contents of information printed shall conform to instructions by production Engineering

IR

o 1 4 07 4+ »
XG~-13651

UPC label
(24L37521)

’@‘y

Carton label
(24L37391)

(20)

Bar-code serial label

Right side

» Stick the carton label to each marking part on the front, rear, right, and left sides. (Each label shall be
abhered to cover the area of EEEEEED .)

* Give a marking to the model column on the right and left sides.

NIXG-1351 [IXG-1351G [IXG1351J
CIXG-1101 [(IXG-1101G XG-1101J
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PACKING

(4) XG-751G
Packing Details 1 Polyenthylens bag (cover) S'ASSY
% Tape-fastened
over (Rear) 24F27231
ag, polyethylene  24MUO0501
Remote control cable (16M) (73499217)
* Tape-fastened
Service bag S'ASSY
| % Tape-fastened
- Label petname (XG-751G) 241.82491
L Paper bag (270 * 382) 24M14211
- Battery, dry cell SUM-3 68011007
- Power cord 70800033
- X-RAY licence G320G 78036772
| - User's manual G336 78408171
- User's manual G339 78408491
Service remote control “REM-T hand unit RC8320 U 79644201
RC-6321
(79644192)
* Tape-fastened Spacer T

(24MU0121)

Protection bag
(12802142)

PJ main body

Spacer B
(24MU0131)

Cardboard box ‘g
(24MU0332) <«

Notes) 1. When a pallet is used, it shall be absolutely free from bark and vermin.
2. Unit should be placed in a carton with its front orientated as shown above.
* The tape used shall be "Masking Tape 30MM * 18M (92203110) or equivalent.
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PACKING

Packing Details 2

The bar-code serial label (16761791) , with necéssaw information printed, shall be abhered to the right side
of the cardboard box. (Contents of information printed shall conform to instructions by production Engineering

R

* 0189 0 * * «x 5 412345867
X G -

EAN label
(24L38071)

Carton label
(24L37581)

Bar-code serial label

(16761791)
Right side

(24L36161)

* The lens side of the set shall be regarded as FRONT, and the "FRAGILE....." indication
shall be regarded as the right side.

» Stick the carton label to each marking part on the front, rear, right, and left sides. (Each label shall be
abhered to cover the area of ¢iNINS .)

» Stick the DSD label (D40) to the right side.

» Stick the FAN label to the right side.

» Give a marking to the model column on the right and left sides.

[OXG-1350 [IXG-1350G [OXG1350J
[IXG-1100 [IXG-1100G [IXG-1100J
[IXG-750 [(IXG-750G [(IXG-750J
[XG-751 NIXG-751G [IXG-751J
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PACKING

(5) XG-1101G _
Packing Details 1 Polyenthylens bag (cover) S'ASSY

* Tape-fastened
Cover (Rear) 24F27231

Bag, polyethylene  24MU0501
Remote control cable (16M) (73499217)

* Tape-fastened
Service bag S'ASSY

J * Tape-fastened
-Label petname (XG-1101G) 24LS2481
- Paper bag {270 * 382) 24M14211
- Battery, dry cell SUM-3 68011007
- Power cord 70800033
- X-RAY licence G339 78037361
- User's manual G336 78408171
. | I User's manual G339 78408491
Setvice remote control /| LREM-T hand unit RC6320 U 79644201
RC-6321
(79644192)
* Tape-fastened | Spacer T
(24MU0121)
Protection bag
(12802142) .
PJ main body

(24MUD131)

Cardboard box | o‘s\
(24MU1971) <«

Notes) 1. When a pallet is used, it shall be absolutely free from bark and vermin.
2. Unit should be placed in a carton with its front orientated as shown above.
* The tape used shall be "Masking Tape 30MM * 18M (92203110 or equivalent.
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PACKING

Packing Details 2

The bar-code serial label (16761791) , with necessary information printed, shall be abhered to the right side
of the cardboard box. (Contents of information printed shall conform to instructions by production Engineering

- AIROR T

* 019854078
XGeG-11016

EAN label
(241.38061)

Carton label
(24L37571)

Bar-code serial label
(16761791)

(24L36161)

# The lens side of the set shall be regarded as FRONT, and the "FRAGILE....." indication
shall be regarded as the right side.

« Stick the carton label to each marking part on the front, rear, right, and left sides. (Each label shall be
abhered to cover the area of G EEED .)

«» Stick the DSD label (D40} to the right side.
» Stick the FAN label to the right side.

» Give a marking to the model column on the right and left sides.

[IXG-1351 [IXG-1351G [IXG1351J
[IXG-1101 HIXG-1101G - [OXG-1101J
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PACKING

(6) XG-1351G
Packing Details 1 Polyenthylens bag (cover) S'ASSY
» * Tape-fastened
Cover (Rear) 24F27231
Bag, polyethylene  24MU0501

Remote control cable (16M) (73499217)

* Tape-fastened
pe Service bag SASSY
: *: Tape-fastened
~Label petname (XG-1351G) 24152461
- Paper bag (270 * 382) 24M14211
- Battery, dry cell SUM-3 68011007
- Power cord 70800033
- X-RAY licence G339 78037361
- User's manual G336 78408171
- User's manual G339 78408491
Service remote control ‘ -~ REM-T hand unit RC6320 U 79644201
RC-6321
(79644192)
% Tape-fastened Spacer T
(24MU0D121)
Protection bag
12802142
( ) PJ main body

Ky

Cardboard box R
(24MU1971) <«

Notes) 1. When a pallet is used, it shall be absolutely free from bark and vermin.
2. Unit should be placed in a carton with its front orientated as shown above.
* The tape used shall be "Masking Tape 30MM % 18M (92203110) or equivalent.
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PACKING

Packing Details 2

The bar-code serial label (16761791) , with necessary information printed, shall be abhered to the right side
of the cardboard box. (Contents of information printed shall conform to instructions by production Engineering

IARAR ROV M

Q1 o077
X6 -13851¢6

EAN label
(24L.38051)

Carton label
(24L37391)

(15)&’9

(20)

\ Bar-code serial label
(16761791)
Right side

* The lens side of the set shall be regarded as FRONT, and the "FRAGILE....." indication
shall be regarded as the right side.

» Stick the carton label to each marking part on the front, rear, right, and left sides. {Each label shall be
abhered to cover the area of D .)

» Stick the DSD label (D40) to the right side.

« Stick the FAN label to the right side.
* Give a marking to the model column on the right and left sides.

[IXG-1351 NIXG-1351G LIXG1351J
[IXG-1101 [IXG-1101G CIXG-1101J
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